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[image: image4.png]This wizard wil quide you through a step-by-step process to configre your new D-Link Camera
and connect the camers to the intetmet. To set-up your motion detection, pleass click "Cancel”
to close this wizard, Otherwise cick "Next” to begin
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[image: image5.png]Flease select whether your camera wil connect to the Intemet with a DHCP connection o Static
IP address. If your camera s connected to a roLter, or you are Unsure which settings to pick, D-
Link recommends that you keep the default selection f DHCP connection, Otherwise, cick on
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[image: image6.png]If yau have a Dynamic DNS account and would ke the camera to update your 1P address
automaticall, enable DDNS and enter in your host information below. Please ciick on the Next
button to continue.
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[image: image7.png]D-Link recommends that you rename your camera for easy accessility. You can then identify and
connect your camers via this name. Please cick on Next button.
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[image: image8.png]Please configure the correct time to ensure that al events triggered, captured and scheduled at
the correct time and day and then click on the Next button.
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[image: image9.png]Below you should see a summary of your camera settings. Click back to review or madify settings,
Clck Restart to apply the settings below. Please note these settings as you wil reauie this
information when accessing your camera on the network or via your web browssr.
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[image: image10.png]This wizard wil guide you through a step-by-step process to configure your camera's mation
detection functions, Ta setup the intermet connection settings, please cick "Cancel” to ciose this
wizard, Otherwise cick "Next” to begin
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[image: image12.png]“This section alows you to specify the time and dates that your camera records mation, Please
note that recorded camera footage wil take Up space on your hard drive. It is therefore

recommended that yau have sufficient disk space for ‘Ahways' function,
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[image: image13.png]“This final step allows you to specify how you receive notification of camera events, Choose
between an email notification o aitematively you can setup an FTP Notification. You wil need
your emal account settings or FTP dstals. If you are Unsure of this information, please contact
your ISP, Once you have entered this information, please cick on the Next buttan.
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[image: image14.png]You have completed your camera sstup. Please click the Back button f you want to review or
modify your settings o cick on the Apply button to save and apply your settings.
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