Network Printing In Windows Vista

Step 1. Press the Start button and go to Control Panel > Hardware and Sound > Printers. Click on Add a Printer.
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Step 2. Select the "Add a network, wireless or Bluetooth printer" option:
@ @ Add Printer
Choose a local or network printer
2 Add a local printer
Use this cpticn only if you den't have a USE printer, (Windows automatically
installs USE printers when yeu plug them in.)
/ \
L Add a NETWOTrK, WIreless or oluetootn printer
Make sure that your computer is connected to the network, or that your Bluetooth
or wireless printer is turned on.
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Step 3. If the printer is not detected click on "The printer that | want isn't listed":
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Step 4. Select the "Add a printer using a TCP/IP address or hostname" option:

@ = Add Printer

Find a printer by name or TCP/IP address

() Browse for a printer
() Select a shared printer by name
Browse...

Example: \\computername\printername or
http: ffcomputername jprinters/printername . printer

@ iAdd & printer using a TCP/IP addrew

[ Mext ][ Cancel
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Step 5. Select Device Type: TCP/IP Device

Under Hostname or IP address: type in your print server/router IP address (e.g. 192.168.0.1).

Port Name: type any name (e.g. My print server)
Disable the “Query the printer and automatically select the driver” option. Click Next.

@ s Add Printer

Type a printer hostname or IP address
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Device type: CﬁﬂP Device >
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@ the printer and automatically select the dr@
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Step 6. Wait for automatic port detection to finish. Under Device Type select Custom. Click on Setings...

@ e Add Printer

Additional Port Information Required

The device is not found on the network. Be sure that:

The device is tumed on.

The networls is connected.

The device is properdy configured.

The address on the previous paage is comect.
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select the device type below.

Dievice Type

) Standard | Generic Network Card

ff you think the address is not comect, click Back to retum to the previous page. Then comect
the address and perform another search on the netwonkc. f you are sure the address is comect,
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Step 7. Select Protocol: LPR.

Under the Queue Name enter the name of the printer port on your router/print server. If you are using a DI-series
router with print server built-in, set the Queue Name to “Ip” (LP in lower case) for routers with one LPT or USB port or
IpUSBO for routers with both USB and LPT ports.

If you are using a different print server (e.g. DP-303) you need to enter the name of the port in your print server here.

Log into your print server and check the name of the Eort, it may look like “ES—OSObe—El”:

Coenfigure Standard TCP/IP Port Monitor (3]
Port Settings

Port Name: II"a'r'_.r Prirt Server

Frinter Mame or IP Address: I‘I 52.168.0.1

B

— Raw Settings
Part Humber: |E1 00

— Protocol

—LPR Settings

Gueue Mame:  ( ilp )
¥ LPR BytdCounting Enabled

—— SMMP Status Enabled

[\

Community M ame: |p|_||:||i|:

SHMP Device Index: |'|

| ok || cancel

Most printers require LPR Byte Counting Enabled.
Click OK and then Next.
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Step 8. Select the printer model from the list or click on Have Disk if your printer came with a driver CD.

Continue with the driver installation and then click on Finish.

@ = Add Printer

Install the printer driver

compatible printer software.

Select the manufacturer and model of your printer. K your printer came with an installation
disk, click Hawve Disk. i your printer is not listed, consult your printer documentation for

Manufacturer * || Printers -~
HP B 5 HP Laserlet 52000 Series PCL 5

IBM B HP Laserset 5L a3
infotec = { HP LaserJet 5M

Kornica - | | EFHP Laserlet SMP o

g This driver is digitally signed.
Tell me why driver signing is important

[ﬂindows Update ] [ Have Disk.. ]

[ Mext ][ Cancel ]
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Troubleshooting

If you can not print try the following:

1. Log into the router and select Status page. Under Peripheral the status should be Printer: Ready. If it is not: restart
your printer and restart router. Then check the Status page again.

2. Try to disable LPR Byte Counting: go to Press Start > Control Panel > Hardware and Sound > Printers > right-click
on the printer icon and select Properties. Select Ports tab, select the port you've installed and click on Configure
Port.

3. Try to disable Bidirectional Support: go to Press Start > Control Panel > Hardware and Sound > Printers > right-
click on the printer icon and select Properties. Deselect the Enable bidirectional Support option.

P )

E!-S HP Laserlet 5 Properties @
Color Management | Securty I Device Settings
General | Sharing | Ports | Advanced

’“””d HF Laserlet 5

Print to the following portis). Documents will print to the first free

checked port.
Fort Description Printer i
O] comz: Serial Port
O] com4: Serial Port
[ FILE: Print to Fil b
Mty Print Server Standard TCP/IP Fot  HP Laserlet & £
[T] #P5Port: Local Port Microsoft XP5 Docu'—
1 | 1 | 3

[ Add Port... ] [ Delete Port ] [ Corfigure Port... ]

e
[C]Enable bMirectional support:
Enable printer pooling

/\

[41]

Canc Hpply

4. Some printer drivers which come with printers do not support network printing. Try to reinstall your printer using
drivers built-into Windows (Microsoft drivers). If you do not see your particular model in the list, try selecting a
different model from the same series.

5. Certain printers may not work with print servers because they do not have command interpreters built into the
printer. Such printers are designed to operate only when connected directly to a computer and will not be able to
function on a network. These printers are normally referred to as “GDI Printers”, “Host-based Printers”, “WPS
Printers”. Please check with your printer manufacturer if your printer is not a host-based printer and if it can be used
with a print server on a network. If you are using a multi-function printer, you may not be able to use functions other
than printing.
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