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D-Link

Wizard

Internet Setup
The factory default password of this router is admin. To help secure your netwaork, D-Link
Wireless Settings recommends that you should choose a new password. If you do not wish to choose 2 new
password now, just Click Skip to continue. Click Next to proceed to next step.

Local Metwork

Time and Date

Logout

e Internet
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D-Link

Advanced Wireless

Port Farwarding

Port Triggering

oMz FIREWALL CONFIGURATION

Parental Control

Filtering Options
Firewall Settings

DMS

Dynamic DNS

MNetwork Tools

Routing

Schedules

TR-069 Client

Pririt Server

Logout

Click "Apply" button to make the changes effective immediately.

Enable Attack Prevention

DVA-GIG70B // SETUP ADVANCED VOICE MAINTENANCE STATUS

HELP

Helpful Hints....

If

f chedkbox is
selected, the router wil
detect some attacks. When
the router detects attack, it
will drop the packets and log
them in the "System log™

If Pre T
checkbox is selected, the
router will drop the padkets
from WAN interface with
private source IP address,
The private IP address ranges
are as: 10.0.0.048,
172.16.0.0/12, and

192, 168.0.0/16.

e Internet
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D-Link

Advanced Wireless

Port Farwarding

Port Triggering the new configuration effective.

DMz

DNS SERVER CONFIGURATION

Parental Control

Obtain DNS server address automatically

Filtering Opti
b s Use the following DNS server addresses

Firewall Settings

Dynamic DNS

MNetwork Tools

Routing

Schedules

TR-069 Client

Pririt Server

Logout

Click "Apply" button to save the new configuration. You must reboot the router to make

DVA-GIG70B // SETUP ADVANCED VOICE MAINTENANCE STATUS

HELP

Helpful Hints....

If

selected, this router will
accept the first received DNS
assignment from one of the
PPPoA, PPPoE or MER, [OHCP
enabled PVC(s) during the
connection establishment, If

7 S i
selected, enter the
Ire and optional

: server IP
addresses,

e Internet
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Advanced Wireless

Port Forwarding ; 3
This page allows you to add a Dynamic DNS address.

Port Triggering

The Dynamic DMS service allows you to alias a dynamic IP address to a static hostname in
any of the many domains, allowing your DSL router to be more easily accessed from various
locations on the Internet.

DM

Parental Control

Filtering Options Choose Add or Remove to configure Dynamic DMS.

Firewall Settings

DYNAMIC DNS

DNS

Interface

Metwork Tools

Routing

Schedules

TR-062 Client

il Hery ADD DYNAMIC DNS

Logout

D-DNS provider @ | dinkddns.com{Free)

Password :

HELP

Helpful Hints...

DDNS - This stands for
Dyrmiamic DNS,
By creating a stafic

hostname, users wil be able

to point to this in order to
access a dynamic IF addres

from anywhere in the warld,

Moten some cases DOMNS
service require you to open
the WAN http service in

CCESS

WCE

5

e Internet
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fthmcad Wedes NETWORK TOOLS - PORT MAPPING

Port Forwarding ) : = i :
Port Mapping supports multiple port £o PVYC and bridging groups. Each group will perform as an independent network.

Port Triggering

DMz Port Mapping

Parental Control

Fitering Optians NETWORK TOOLS -- IGMP

Firewall Settings Transmission of identical content, such as multimedia, from a source to a number of recipients.

DMS

Dynamic DNS

MNetwork Tools

NETWORK TOOLS - QOS

Routing
Allows vou to manually configure specizl routes that your network might need.
Schedules
TR-058 Client Quality of Service
Print Server

Logout NETWORK TOOLS - ADSL

Allowes you to configure Default Gateway used by WaN Interface.

e Internet
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D-Link

Advanced Wireless

ROUTING -- STATIC ROUTE

Port Forwarding i ) )
Allows you to manualy configure special routes that your network might need.

Port Triggering

DMz Static Route

Parental Control

Fftering Options ROUTING -- DEFAULT GATEWAY

Firewall Settings Allows you to configure Default Gateway used by WAN Interface.

DMS -
Default Gateway

Dynamic DNS

MNetwork Tools ROUTING -- RIP

Routing ; ] ; <
Allowws you to configure RIP (Routing Information Protocol).
Schedules

TR-064 Client RIP

Pririt Server

Logout

e Internet
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Advanced Wireless

Port Forwarding ; : :
Schedule allows you to create scheduling rules to be applied for your firewall.

Port Triggering

i Maxirmum of 20 entries

Parental Control SCHEDULE RULE

Filtering Options

. . Rule Name Sun Mon Tue Wed Thu Fri Sat Start Stop
Firewall Settings

DNS

Dymamic DNS

MNetwork Tools

Routing
ADD SCHEDULE RULE
Schedules

TR-062 Client

Print Server

: All Week Select Day(s)
e (] sun [ Mon [ Tue [ wed 0 Thu O Fi O

Sat
All Day - 24 hrs :

]
Start Time : : | (hour:minute, 24 hour time}
End Time : : | (hour:minute, 24 hour time)

e Internet
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D-Link

Advanced Wireless

Port Farwarding
WaAN Management Protocol (TR-062) allows a Auto-Configuration Server (ACS) to perform
Port Triggering auto-configuration, provision, collection, and diagnostics to this device.

i Select the desired values and click "Apply" to configure the TR-069 client options.

Parental Control

TR-069 CLIENT -- CONFIGURATION
Filtering Options

Firewall Settings i -
Inform (#) Disable ) Enable

DMS

s Inform Interval:
ACS URL: |:|
Metwork Toals ACS User Name: IEl
Routing ACS Password: III
(s Connection Reguest User Mame: IEI

Connection Request Passwaord: El

Pririt Server

Logout

e Internet
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D-Link

Advanced Wireless

Port Farwarding

The Print Server Configuration option allows you to configure, update, and maintain the

Port Triggering correct Print Server setfings.

i SERVER CONFIGURATION

Parental Control

] Enable on-board print server.
Filtering Options

Firewall Settings

DMS

Dynamic DNS

MNetwork Tools

Routing

Schedules

TR-069 Client

Print Server

: 1/ippcfg. html e Internet
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HELP

Voip Account Helpful Hints...

Pstn Connection 10 voip accounts can be

added here.

Line Settings

T ACCOUNT LISTS

Call Waiting

SIP number Edit/ Delete
Incoming Call Policy

Peer to Peer Add Account

Telephony Setup

Logout

e Internet
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D-Link

Vioip Account

Pstn Connection

Line Settings

Prefix Rules

Call Waiting

Incoming Call Policy

Peer to Peer

Telephony Setup

Logout

ADD NEW VOIP ACCOUNT

SIP number:

Auth name:

Password:

Password confirm:

Use DNS SRV:
Registrar/ Proxy:

Use Domain to Register:
Priority:

Use this section to configure your VOIP service provider information.

——
]
]
—

O

I

DVA-GIG70B // SETUP ADVANCED VOICE MAINTENANCE STATUS

HELP

Helpful Hints....

10 voip accounts can be
added here.

e Internet

»

|







/= D-Link ADSL Router - Internet Explorer Q@

TF | @D-Link ADSL Router = v [ Page ~ G Tools -

Product Page: DVA-G36708B Site Map Firmware Version: AUS_1.27 |

D-Link
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Internet Setup

HELP

Helpful Hints....

Good timekeeping is important

The Time Configuration option allows you to configure, update, and maintain the correct for accurate logs and
Wireless Settings time on the internal system clock. From this section you can set the time zone that you are scheduled firewall rules.
in and set the NTP (Network Time Protocol) Server. Daylight Saving can also be configured
Local Metwork to automatically adjust the time when needed. Click on the [Copy your

Computer's ...] button will
copy your PC's current time,

Time and Date

TIME SETTINGS

s

Logout

[1 Automatically synchronize with Internet time servers

First NTP time server: it L. dlink., corm |:|
Secand TP e [ D—
server: e

TIME CONFIGURATION

Current Router Time : 1.01.2000,00:20:39 Sat

Time Zone :

Enable Daylight
Saving :

Daylight Saving
Offset :

Daylight Saving Month Week Day Time

Nates :
e Internet
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D-Link

Voip Account
Pstn Connection

Line Settings

Prefix Rules

Call Waiting

Incoming Call Policy

Peer to Peer

Telephony Setup

Logout

TELEPHONE NUMBER

This section is used to register the telephone number of your PSTN connection.

Fil the telephone number of PSTN connection in the input field.

Telephone numbear:

DVA-GIG70B // SETUP ADVANCED VOICE MAINTENANCE STATUS

HELP

Helpful Hints....

After setting, you can see
your pstn telephone number
in 'Line Setting'.

e Internet

Tools =
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HELP

Voip Account Helpful Hints...

Pstn Connection You can go to the STATLIS-
Here you can specify with which telephone number a outgoing call to take place. *Voice page for all

registration status.

LINE1 STATUS

Prefix Rules

Call Waiting Linel Auto

Incoming Call Policy Configure Line 1 Status

Peer to Peer

LINE2 STATUS
Telephony Setup

Line2 Auto
Logout

Configure Line 2 Status

INCOMING PSTH CALL ROUTING

Incoming PSTN Call Routing: | Auto - PSTM call switch toidle ine  »
Auto - PSTN call switch to idle line
Linel - PSTM call switch to Linel
Line2 - PSTM call switch to Line2
Both - PSTM call switch to both lines

e Internet
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HELP

Helpful Hints....

Voip Account

Pstn Connection You can go to the STATLIS-
Here you can specify with which telephone number a outgoing call to take place. *Voice page for all

registration status.

T LINE SETTINGS

Call Waiting Line Selection : Auts v

Incoming Call Policy
HIDE NUMBER

Peer to Peer

Telephony Setup Hide Number : &) Mo O Yes

Logout

e Internet
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Site Map

Firmware Version: AUS_1.27

Voip Account

Pstn Connection

Line Settings

occupied or not available.
Type 1: Prefix is in digling number. Type 2: Prefix is not in dialing number.

Call Waiting

PREFIX SETTINGS

Incoming Call Policy

Peer to Peer

UA:PSTN

Telephony Setup

Logout

Here you can specify with which telephone number a cutgoing cal to take place. The
alternative telephone number is used automatically, f the primary telephone number is

HELP

Helpful Hints....

Dialing Example: For dialing
0300-00-XKY through PSTH,
add a prefix 0800 and choose
PSTM, then any number you
dial prefixed with 0800 will dial
out through PSTM,

lore..

e Internet

k Tools =
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D-Link

Voip Account

Psin Connection : R .
If a caling party places a call to 3 called party which is otherwise engaged, and the called
Line Settings party has the call waiting feature enabled, the called party is able to suspend the current
telephone call and switch to the new incoming call.

Prefix Rules

Call Waiting

TELEPHONE/CALL WAITING
Incoming Call Policy

Peer to Peer Disable Enable

Telephony Setup

Logout

g8.1.1vcallreg. hitm €0 Internet
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D-Link

Voip Account

Pstn Connection

Line Settings

Prefix Rules

Call Waiting

Incoming Call Policy

O
O
4

Peer to Peer

Telephony Setup

Logout

#
1
2
3
4
5
6

FORWARD TO NUMBER SETUP

ADVANCED SETUP

Unconditional Forward to

ez
Busy Forward to Mumber: |:|
Mo Answer Forward to |:|
Mumber:
Mo Answer Waiting Time: |:| second

Activate Incoming Call Number Forward to HNumber

DVA-GIG70B // SETUP ADVANCED VOICE MAINTENANCE STATUS

Advanced call forwarding feature which can have several settings that assign dedicated
incorming call number forwarded to the dedicated number on several condition individually.

Condition

Uncondtional [»

Uncondtional

Uncondtional [»

HELP

Helpful Hints....

The device checks advanced
rules before it checks the
rules in the 'Forward to
Mumber' Section

e Internet

»
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D-Link

Voip Account

HELP

Helpful Hints....

Pstn Connection i ) ) ) You can use peer to peer
The Router can be configured to handle voice signals over the Internet Protocol (Voice without setting server and

Line Settings Over IP - VOIP). user agent.

Prefix Rules More
call Waiting PEER TO PEER SETTINGS
Incoming Call Policy The table below describes the VOIP Peer to Peer settings.

_ D Phone NHumber ] User IP Address Add/Edit
Telephony Setu
¢ ° @ AddEdit
Logout
o
@ Add/Edit

@ Add/Edit

@ Add Edit

@

@ Add/Edit

@

A A CH+

e Internet
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Pstn Connection

Line Settngs

Prefix Rules

Call Waiting

Incoming Call Policy

Peer to Peer

Telephony Setup

@Snaglt E Iﬂl

[ ]

The table below describes the VOIP Telephony settings.

Index

EC

VAD

T38 support
00B DTMF
Payload Type
Inter-Digit Timer

LOCALE SELECTION

TELEPHONY CONFIGURATION

1 |w
Enabled |+

Enabled %

Enabled(RFC 2833)

20 % ms
[20 (w]ms

Locale | AUS - Australia w

VOICE DEBUG
FXS Ingress Gain

FXS Egress Gain

FX0 Ingress Gain

FX0O Egress Gain

0.5dB |»

Do not change these settings
unless directed by your ISP,

e Internet
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D-Link

Firmware Update

HELP

Helpful Hints....

This page allows you to

Click the button below to reboot the router. reboot your router or save
your rauter configuration to a
file on your computer as a

Access Controls

Diagnostics precaution in case you have
to reset your router to

System Log factory default settings. You
will be able to restore your

Logout SYSTEM - BACKUP SETTINGS router settings from a

previously saved

Backup DSL Router configurations. You may save yvour router configurations to a file on your configuration file,

PC. There is also a function to
Mote: Please always save configuration file first before viewing it. allow you to reset your router
to factory default settings.
Resetting your router to
factory default settings will
Erase your current
configuration

SYSTEM -- UPDATE SETTINGS

Update DSL Router setfings. You may update your router settings using your saved files.

Settings File Name: |:|

pdate Settin

SYSTEM -- RESTORE DEFAULT SETTINGS

Restore DSL Router settings to the factory defaults.

e Internet
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Firmware Version: AUS_1.27

D-Link

Firmware Update ) i ) )
Step 1: Obtain an updated firmware image file from your ISP.
Access Controls

Step 2: Enter the path to the image file location in the box below or click the "Browse"

Diagnostics button to locate the image file.
System Log Step 3: Click the "Update Firmware" button once to upload the new image file.
Logout NOTE: The update process takes about 2 minutes to complete, and your DSL Router will

reboot, Please DO NOT power off your router before the update is complete.

FIRMWARE UPDATE

Board ID: 96338VWW-10
Software Version: AUS_1.27
Bootloader (CFE} Version:1.0.37-10.1
Wireless Driver Version: 4.120.24.0.cpe2.1

Firmware File Name: |

Update Firmware

HELP

Helpful Hints....

Please Note: Az firmware is
often released to correct a
spedfic issue, itis
recommended that there is no
need to update your firmware
if you are not experiencing
any technical concerns or
difficulties in the operation of
your product,

e Internet
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D-Link

Wizard

Internet Setup ) ) i
Please select your Country and ISP (Internet Service Provider) from the list below. If your
Wireless Settings Country or ISP is not in the list, please select "Other",

Local Metwork
[] Enable DSL Auto-scan :

Time and Date

Logout Country :
ISP Provider :

Protocol :
Connection Type :
VPI:

VCI:

e Internet
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D-Link

System

ACCESS CONTROL - ADMIN

Firmware Update i
Manage DSL Router user accounts.
Access Controls

Diagnostics

System Log

Logout ACCESS CONTROL - SERVICES

& Service Control List ("SCL") enables or disables services from being used.

ACCESS CONTROL -- IP ADDRESS

Permits access to local management services.

IP Address

e Internet
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System

Firmware Update
Access Controls

Diagnostics

Access to your DSL Router is controlled through three user accounts: admin, support, and

user.

The user name "support” is used to allow an ISP technician to access your DSL Router for

System Log

maintenance and to run diagnostics.

Logout

The user narme "user” can access the DSL Router, view configuration sefttings and statistics,

Use the fields below to enter up to 16 characters and click "Apply” to change or create
passwords. Mote: Password cannot contain 2 space.

Username:
Old Password:
Mew Password:

Confirm Passwiord:

as well as, update the router's firmware.

ADMINISTRATOR SETTINGS

HELP

Helpful Hints....

For security reasons, itis
recommended that you
change the password for the
Admin and User accounts. Be
sure to write down the new
and passwords to avoid
having to reset the router in
caze they are forgotten.

{E_Iid»-; to Select) |w

]
]

e Internet
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D-Link

System

Firmware Update

Access Controls

Diagnostics

System Log

Logout

HTTP
ICMP
SNMP
SSH
TELNET
TFTP

ACCESS CONTROL -- SERVICES

LAN
Enabled

& E

Enabled
Enabled
Enabled
Enabled
Enabled
Enabled

& & [E [E

Cancel

A Service Control List ("SCL") enables or disables services from being used.

WARN
Enabled

Enabled
Enabled
Enabled
Enabled
Enabled
Enabled

DVA-GIGT0B // SETUP ADVANCED VOICE MAINTENANCE STATUS

HELP

Helpful Hints....

Remote Management by
default should be disabled.
However if you wish to login
and manage your Router from
another Internet device than
you can enable the router to
accept such commands from
the Internet port. This option
may be useful if your netwark
administrator is not onsite or
Technical Support request
such access.

e Internet
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D-Link

System

HELP

Helpful Hints....

You can restrict users who
The IP Address Access Control mode, if enabled, permits access to local management can access the local

Access Controls services from IP adresses contained in the Access Control List. If the Access Control mode is management using IP
disabled, the systern will not validate IP adresses for incoming packets. The services are the address,

Diagnostics system applications listed in the Service Control List.

Firmware Update

Mote: Be sure to add your

dd IF Add in the list
eentog Enter the IP address of the management station permitted to access the local management EEFDE ']Ij,r,:,,_, Enabﬁzss.,:: =
Logout services, and click "Apply.’ ShER

ACCESS CONTROL -- IP ADDRESS
Access Control Mode (8 Disabled ) Enabled

IP Address Salect

e Internet






/= D-Link ADSL Router - Internet Explorer Q@

AJlogin.cgi

Eljit Wiew Favarites To als

it | @ D-Link ADSL Rauter

Help @Snaglt E Iﬂl
[

Product Page: DVA-G36708B

Site Map
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D-Link

System

Firmware Update

Diagnostics

Access Controls

Diagnostics

System L ;
e follow the troubleshooting procedures.

PPPOE/0/3/35/1 ™

TEST THE CONNECTION TO YOUR LOCAL NETWORK

Logout

Virtual Circuit : Rerun Diagnostic Tests

Test your ENET(1-4)} Connection:
Test your Wireless Connection:
Test ADSL Synchronization:

TEST THE CONNECTION TO YOUR INTERNET SERVICE PROVIDER

Ping default gateway:
Ping primary Domain Name Sarver:

DVA-GIGT0B // SETUP ADVANCED VOICE MAINTENANCE STATUS

Your modem is capable of testing your DSL connection. The individual tests are listed
below. If a test displays a fail status, click "Rerun Diagnostic Tests" at the bottom of this
page to make sure the fail status is consistent. If the test continues to fai, click "Help" and

HELP

Helpful Hints....

The tests on this page can be
used to verify whether or not
your rauter is warking
correctly. If you have rerun
the tests and consulted the
help file and you are still
experiendng difficulties,
please contact D-ink or visit
our support website at
support. diink, co.uk

e Internet







/= D-Link ADSL Router - Internet Explorer Q@

»

TF | @D-Link ADSL Router % - B  @= - ;b pPage - 0 Tools -

Product Page: DVA-G36708B Site Map Firmware Version: AUS_1.27 |

D-Link

System

Firmware Update ) i ) ;
The System Log dizlog allows you to view the System Log and configure the System Log options.

Access Controls

: _ Click "View System Log” to view the System Log.
Diagnostics

Click "Configure System Log" to configure the System Log options.

Logout

http:ff192,168.1.1 flogintra.html €D Internet
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Favorites  Tools

AJlogin.cgi

Help
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[

Product Page: DVA-G36708B

Site Map

Firmware Version: AUS_1.27

e Info

Wireless Clients

D-Link
DVA-GIETOE // SETUP ADVANCED VOICE MAINTENANCE | S5TATUS
D e Infi :

DHCP Clients

Voice

SYSTEM INFO

Logs

Model Hame:

Statistics

Time and Date:

Route Info

Frmware Version:

Logout

Internet Connection: |pppoa_8_35_1 '+

Internet Connection Status:
Internet Connection Up Time :
Default Gateway:

Preferred DNS Server:
Alternate DNS Server:
Downstream Line Rate (Kbps):
Upstream Line Rate (Kbps):

VPI/VCI Service Name Protocol
8/35 pppoa_8 35 1 PPFoE

This information reflects the current status of your DSL connection.

DVA-G3670B
1.01.2000,01:13:01 Sat
AUS_1.37

CONNECTED

0 days 0 hours 35 minutes 43 seconds
150.101.197.27

192.231.203.132

192.231.203.3

8970

1598

IGMP
Disable

IP Address
59

Qo5 Status
Disable Enable

HELP

Helpful Hints....

All of your Modem's
Information, WLAM, WAN and
LAN status and details are

shown here,

Details indude firmware
version, Modem MAC

address, Default gateway,
WLAMN SS5ID, WLAM security
type, Modem IP and etc,

e Internet
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D-Link

Device Info

Wireless Clients

This page shows authenticated wireless stations and their status.

DHCP Clients

Voice

Logs

Statistics

Route Info

Logout

Eationlist.cmd

WIRELESS -- AUTHENTICATED STATIONS

DVA-GIG70B // SETUP ADVANCED VOICE MAINTENANCE | STATUS

HELP

Helpful Hints....

Thizs is a list of all wireless
dients that are currently
connected to your wireless
router.

e Internet

Tools =
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D-Link

Device Info

Wireless Clients

This information reflects the current DHCP client of your modem.

DHCP Clients

Voice

Logs

Statistics

Route Info

Logout

g.1.1{dhcpinfo. bkl

DHCP LEASES

Hostname

gti-ealf0oof408

MAC Address

IP Address

Expires In

DVA-GIG70B // SETUP ADVANCED VOICE MAINTENANCE | STATUS

00:10:09:3C:A7:3E  192.168.1.2 22 hours, 46 minutes, 38 seconds

HELP

Helpful Hints....

Thiz is a list of all LAM dients
that are assigned IP
addresses by DHCP service
and currently connected to
your router.

e Internet

Tools =
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D-Link

Device Info

Wireless Clients o .
The status of voice is displayed in this page.

DHCP Clients

Logs

VOIP REGISTRATION INFO

Phone Number
Ctatistics

Route Info

Logout

HELP

Helpful Hints....

This is a list of the voice
status,

e Internet

Tools =
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D-Link

Wizard

Internet Setup : )
Please enter your Username and Password as provided by your ISP (Internet Service
Wireless Settings Provider). Please enter the information exacthy as shown taking note of upper and lower
cases. Click Next to continue.

Local Metwork

Time and Date Username : |:|
password: | |
Confim password: | |

e Internet
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Firmware Version: AUS_1.27

D-Link

Device Info

Wireless Clients

DHCP Clients

Voice

Statistics

Jan 1l

s Il 00:24:40

Logout Jan 1

00:24:49

Jan 1
00:24:49

Jan 1
00:24:49

Jan 1l
00:24:49

Jan 1
00:24:49

Jan 1
00:24:49

Jan 1
00:24:49

Jan 1
00:24:49

syslog

user

Date/Time Facility Severity

emerg

crit:

crit;

BCM96345 started: BusyBox w1.00 (2008.11.18-

This page allows you to view system logs.

Message

14:1440000)

kernel:

kernel:

kerneal:

kernel:

kernel:

kernel:

kernel:

kernel:

ADSL G.992 message exchange
ADSL link down

ADSL G.994 fraining

ADSL G.992 started

ADSL G.992 channel analysis

ADSL G.992 message exchange

DVA-GIGT0B // SETUP ADVANCED VOICE MAINTENANCE | STATUS

ADSL link up, interleaved, us=1598, ds=8970

Intrusion -= IN=ppp_0_8 35 1 OUT= MAC=
SRC=61.164.113.81 D5T=59.167.234.141 LEN=40
TOS=0x00 PREC=0x00 TTL=102 ID=256 PROTO=TCP

PR SAAT PR A S TASTREITR IR Y A S mim A e ALl SR

Bz iecocooes

HELP

Helpful Hints....

Chedk the log frequently to
detect unautharized netwark
usage,

More

e Internet
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Product Page: DVA-G36708B Site Map

Firmware Version: AUS_1.27

k Tools =

D-Link

DVA-GIG70B // SETUP ADVANCED VOICE MAINTENANCE | STATUS

Device Info

Wireless Clients

This information reflects the current status of your DSL connection.
DHCP Clients

Voice

Logs

Received Transmitted

Bytes Pkts Errs Drops Bytes Pkts Errs Drops

Statistics Interface

Route Info

Ethernet 2358193 17637 O 0 15168491 18138 O 0

et Wireless 0 0 00 28090 67 5 0

|
Received Transmitted

Bytes Pkts Errs Drops Bytes Pkts Errs [
PPPoE 2559009 4208 0 0 762005 5570 0

Service VPI/VCI Protocol

pppoa_ 8 351 8/35

|

1l | @

ADSL STATISTICS

HELP

Helpful Hints....

This is @ summary of the
number of padkets that have
passed between the WAN

and the LAM since the router
was last initialized.

e Internet

|
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D-Link

Device Info

Wireless Clients

DHCP Clients

Voice

Logs

Statistics

Flags: U - up, ! - reject, G - gateway, H - host, R - reinstate D - dynamic (redirect), M -
modified (redirect).

DEVICE INFO -- ROUTE

Destination
Route Info 150.101,197.27 0.0.0.0
192.168.1.0
0.0.0.0

Subnet Mask Flag Metric Service
255.255.255.255 UH
235.255.235.0
150.101.197.27 0.0.0.0

DVA-GIG70B // SETUP ADVANCED VOICE MAINTENANCE | STATUS

HELP

Helpful Hints....

This iz a list of the
ADSL router's routing
tahle.

Interface

bro

pppoa_8_35 1 ppp_0_8 35 1

pppoa_8 35 1 ppp 0. 8 35 1

e Internet

Tools =

|







/= D-Link ADSL Router - Internet Explorer E]E]

& http:fi1g A flogin, coi

Fil= Edit ‘“iew Favorites Tools  Help

W ke |*_E[:u-Linl=:.n[:r_=.L Rauter

Product Page: DVA-G36708B Site Map Firmware Version: AUS_1.27

D-Link

DVA-G2670B // SETUP ADVANCED VOICE MAINTENANCE STATUS

Internet Setup

Your wireless network is enabled by default. You can simply uncheck to disable it and click
Wireless Settings "Mext" to skip configuraction of wireless network.

Local Metwark Enable Your Wireless
Network :

Your wireless network needs a name so it can be easiy recognized by wireless cients.For
Logout security purposes,it is highly recommended to change the pre-configured network name.

Wireless Network Name
(ssID) :

Select "Visible" to publish your wireless network and SSID can be found by wireless clients,
or select "Invisible” to hide your wireless network so that users need to manualy enter SSID
in order to your wireless network.,

Visibility Status: () Visible O Invisible
In order to protect your network from hackers add unauthorized users,it is highby
recommended you choose one of the following wireless network security settings.

® MNone O WEP O WPA-PSK O WPA2-PSK
Security Mode :
Select this option if you wireless adapters support

MNote:you will need to enter the same key here into your wireless clients in order to enable
proper wireless connection.

Time and Date

DVA-G3570B |

e Internet
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D-Link

DVA-GIGTOR // SETUP ADVANCED VOICE MAINTENANCE STATUS

Internet Setup

Configure the DSL Router IP Address and Subnet Mask for LAN interface.

Wireless Settings

Local Metwork DEVICE SETUP

Time and Date

IP Address:

Logout
Subnet Mask:

Disable DHCP Server
Enable DHCP Server
Start IP Address:
End IP Address:

Leased Time (hour): 24

[] configure the second IP Address and Subnet Mask for LAN interface

S A—

e Internet
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Product: DVA-G3670B

D-Link

Firmware Version: AUS_1.27

Log in to the router

veertame: | |
password 1|

[] Remember my login info. on this computer

BROADBAND

Copyright © 2005-2007 D4ink Systems, Inc.
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D-Link

Wizard

Internet Setup i ) ) ) i
Setup complete. Click Back fo review or modify settings. Click Restart fo apply current
Wireless Settings settings and reboot the DVA-G3670B router.

Local Network If your Internet connection does not work after restart, you can try the Setup Wizard again

with alternative settings or use Manual Setup instead if you have your Internet connection
details as provided by your ISP.

Time and Date

Logout

e Internet
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D-Link

Wizard

Choose Add, Edit, or Remove to configure WAN interfaces.

Choose Finish to apply the changes and reboot the system.

Wireless Settings

Local Metwork WAN SETUP

Time and Date

Logout VPI/VCI Service Protocol IGMP Qos State Edit Action

] 8/35 pppoa_8 351  PPPOE  Dissbled Disabled Enabled  Edit

e Internet
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D-Link

DVA-GIG70B // SETUP ADVANCED VOICE MAINTENANCE STATUS

Wizard

Internet Setup

Wireless Settings

This screen allows you to configure an ATM PVC identifier (VPI and VCI) and select a service
category. Choose an existing interface by selecting the checkbox to enable .

Local Metwork

ATM PVC CONFIGURATION

Time and Date

: [0-255
LDQCILIt' VPI: [|_| ,_____:l

VCI: [32-65535] |

Service Categony: UBR Without PCR (%

Enable Quality Of Service

Enabling packet level QoS for a PVC improves performance for selected classes of
applications. QoS cannot be set for CBR and Realtime VBR. QoS consumes system
resources; therefore the number of PVCs will be reduced. Use Advanced Setup/Quality
of Service to assign priorities for the applications.

Enable Quality Of Service []

Back Mext Ca

HELP

Helpful Hints....

When configuring the router
to access the Internet, be
sure to choose the correct
from the
list below, If you are unsure
of which option to choose,
contact your Intermet
Service Provider (ISP).

If you are having trouble
accessing the Internet
through the router, double
chedk any settings you have
entered on this page and
verify them with your ISP if
needed.

e Internet

»

|
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Wizard
Internet Setup

Wireless Settings

D-Link

Select the type of network protocol and encapsulation mode over the ATM PVC that your

ISP has instructed you to use. Mote that 802.1q VLAN tagging is only available for PPPoE,

Local Metwork

MER and Bridging.

Time and Date

CONNECTION TYPE

Logout

PPP over ATM (PPPoA)

PPP over Ethernet (PPPoE)

MAC Encapsulation Routing (MER)
IP over ATM (IPoA)

Bridging

Encapsulation Mode
LLC/SHAP-BRIDGING &

HELP

Helpful Hints....

When configuring the router
to access the Internet, be
sure to choose the correct
from the
list below, If you are unsure
of which option to choose,
contact your Intermet
Service Provider (ISP).

If you are having trouble
accessing the Internet
through the router, double
chedk any settings you have
entered on this page and
verify them with your ISP if
needed.

»

|

= e Internet
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DVA-G3670B / /

Wizard

Wireless Settings

ADVANCED VOICE MAINTENANCE STATUS

HELP

PPP usualy requires that you have a user name and password to establish your connection.

In the boxes below, enter the user name and password that your ISP has provided to vou.

Local Metwork:

PPP USERNAME AND PASSWORD

Time and Date

Logout

FPP Username:

PPP Password: (TITTITTT]

Confirm PPP Password: | ssssssass

Authentication Method:

MTU: 1497

[] Dial on demand (with idle timeout timer)

[l PPPIP extension
[] Keep Alive
[] Use Static IP Address

Obtain default gateway automatically.
Use the following default gateway:
Use IP Address:
Use WAN Interface: |pppos_8_35_1/ppp 0_8_35

Helpful Hints...

When configuring the router
to access the Internet, be
sure to choose the correct

i from the
list below, If you are unsure
of which option to choose,
contact your Internet
Service Provider (ISP).

If you are having trouble
accessing the Internet
through the router, double
chedk any settings you have
entered on this page and
verify them with your ISP if
needed.

e Internet

Tools =

Ll
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D-Link

Internet Setup
i MNetwork Address Transktion (NAT) allows you to share one Wide Area Netwaork (\WAN) IP

Wireless Settings address for multiple computers on your Local Area Metwork (LAN].

Local Metwork

NETWORK ADDRESS TRANSLATION SETTINGS

Time and Date

Logout Enable NAT

Enable Firewall

Enable IGMP Multicast, and WAN Service

Enable IGMP Multicast []

Enable WAN Service

Service Mame:

HELP

Helpful Hints....

IGMP (Internet Group
Management Protocol,
joinfleave) is a
communications protocol used
to manage the membership of
Internet Protocol multicast
groups, “TGMP proxy
(multicast)” feature needs to
be enabled for the device(L2
switch) to support multimedia
applications

(transmitter fmedia server &
receivers/IPSTBs) w/ multicast
capability, i.e. IFTV, ondine
gaming etc.

s

e Internet

»

|
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D-Link
DVA-GIETOE // SETUP ADVANCED VOICE MAINTENANCE STATUS

Wizard

Make sure that the settings below match the settings provided by your ISP.

Wireless Settings

HELP

Helpful Hints....

Mote:Be sure to restart the
router for the new Internet
Setting to take effect.

I = Click "Apply” to save these settings. Click "Back” to make any modifications.
e ok NOTE: You need to reboot to activate this WAN interface and further configure services
over this interface.

Time and Date

Logout

SETUP - SUMMARY

PORT / VPI | VCI:
Connection Type:
Searvice Name:
Service Category:
IP Address:
Service State:
NAT:

Firewall:

IGMP Multicast:
Quality Of Service:

0/8/35

PPFoE

pppoa_8_35_1

LIBR

Automaticalty Assigned
Enabled

Enabled

Enabled

Disabled

Disabled

e Internet
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D-Link

Wizard

WIRELESS SETTINGS -- WIRELESS BASICS

Internet Setup
Configure your wireless basic settings.

e

Wireless Settings

Local Metwork

Time and Date

Logout WIRELESS SETTINGS -- WIRELESS SECURITY

Configure youre wireless security settings.

e Internet
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D-Link
ova-roro ]

Wizard

Internet Setup

o O

il

Wireles

Local Metwork

WIRELESS NETWORK SETTINGS

Time and Date

Enable Wireless :

Wireless Network Name
(SSID) :

Visibility Status:

Country :

Enable Auto Channel Scan :
Wireless Channel :

802.11 Mode :

Logout

Visible

Transmission Rate :

Invisible

Use this section to configure the wireless settings for your D-Link router. Please note that
changes made on this section will also need to be duplicated to your wireless clients and PC.

dare

ADVANCED VOICE MAINTENANCE STATUS

AUSTRALIA b

the same settings

HELP

Helpful Hints....

Changing your Wireless
Metwork Mame is the first step
in securing your wireless
network. Changeitto a
familiar name that does not
contain any personal
information.
Choosing the
option from I

1= iz another way to
secure your network, With

le selected, no

wireless dients will be able to
see your wirgless netwaork
when they scan to see what's
available. For your wireless
devices to connect to your
router, you will need to
manually enter the Wireless
Metwork Mame on each
device.
If vou have enabled Wireless
Security, make sure you write
down the Passphrase that
you have configured. You wil
need to enter this information
on any wireless device that
you connect to your wireless
network. .

1) DVYA-G3670B Adsl Router

»

|

x

1 d railable on wour network. For more
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Wizard

HELP

Helpful Hints...

Changing your Wireless
Use this section to configure the wireless settings for your D-Link router. Please note that Metwork Mame is the first step

changes made on this section wil also need to be duplicated to your wireless clients and PC. in securing your wirgless
network. Changeitto a
familiar name that does not
contain any personal

Internet Setup

Local Network

WIRELESS SECURITY SETTINGS

Time and Date information,
To protect your privacy you can configure wireless security features. This device supports Choosing the
Logout three wireless security modes including: WEP, WPA, WPAZ and Auto. option from

is another way to

secure your netwark, With
> selected, no

wireless dients will be able to
see your wireless netwark
Far maximurm compatibility, use WPA. This mode uses TKIP cipher.Some gaming and legacy when they scan to see what's
devices wark only in this mode.For best security, use WPA2 mode.This mode uses AES a"'a!hat"E- For your wireless
(CCMP) cipher and legacy stations are not allowed access with WPA security.Use Auto devices to connect to your
(WPA or WPA2) mode to achieve a balance of strong security and best compatibility. This r':""ter'":”':"" wil Qfﬁ:ﬂﬁfﬂl
mode uses WPA for legacy clients while maintaining higher security with stations that are i o e

WPA2 capable.Also the strongest cipher that the client supports wil be used E’:\E{Esz Phamec s ook

If you have enabled Wireless
To achieve better wireless performance use WPA2 security mode (or in other words AES Security, make sure you write
cipher). down the Passphrase that
you have configured. You wil
need to enter this information
on any wireless device that
you connect to your wireless
network.

The WEP mode is the original wireless encryption standard. \WPA provides a higher level of
SRCLMTY.

J o [WPA
) 300 paz

e Internet
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DVA-GIETOE /! ADVANCED VOICE MAINTENANCE STATUS HELP

Helpful Hints....

Internet Setup If you are new to networking
There are two ways to set up your Internet connection: you can use the Web-based and have never configured a
Wireless Settings Internet Connection Setup Wizard, or vou can manually configure the connection. router before, dick on
"setup wizard” and the
router will run you through a
step by step process to
successfully connect you to
the internet.

Local Network Please make sure you have your ISP's connection settings first if you choose to setup

rmianualby.

Time and Date

Logout INTERNET CONNECTION WIZARD

If you consider yourself an

] =N ] : : ) d d h
You can use this wizard for assistance and gquick connection of your new D-Link Router to fn:ﬁgﬁfed”:?rﬂﬁ;e e

the Internet. You wil be presented with step-by-step instructions in order to get your before, didk Setup-
Internet connection up and running. Click the button below to begin. = Internet Setup to input
all the settings manually.

Setup Wizard s

Note: Before launching the wizard, please ensure you have correctly followed the steps
outlined in the Quick Installztion Guide included with the router.

e Internet
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D-Link

Wizard

HELP

Helpful Hints....

Internet Setup The IP address of your router

This section allows you to configure the local network settings of your router. Please note iz the same IF address you
Wireless Settings that this section is optional and you should not need to change any of the setfings here to will use to access the web

get your network up and running. management interface of
Local Metwork your router. If you already

hawve a DHCP server on your
ROUTER SETTINGS network or are using static IP

add on all the devices on your
Logout Use this section to configure the local netwaork settings of your router. The IP Address that netwerk, dick on

is configured here is the IP Address that vou use to access the Web-based management HCP Se to disable this
interface. If you change the IP Address here, you may need to adjust your PC's netwaork feature.
settings to access the network again.

Time and Date

UPnP helps other UPnP LAM
hosts interoperate with the
Router IP Address - 192.168.1.1 router. Leave the UPRP
option enabled as long as the
Subnet Mask : | 255.255.255.0 LAN has other UPnP
- applications,

Configure the second IP Address and Subnet Mask
for LAN interface

DHCP SERVER SETTINGS (OPTIONAL)

Use this section to configure the built-in DHCP Server to assign IP addresses to the
computers on your network.

e Internet
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DHCP SERVER SETTINGS (OPTIONAL)

Use this section to configure the built-in DHCP Server to assign IP addresses to the
computers on your network.

Enable DHCP Server :
DHCP IP Address Range :
DHCP Lease Time :
DHCP DNS Server :

DHCP RESERVATIONS LIST

Computer Name MAC Address

NUMBER OF DYNAMIC DHCP CLIENTS : 1

Computer Name MAC Address  IP Address Expire Time
gti-ealf0oof408  00:1D:09:3C:A7:3E 192.168.1.2 23 hours, 22 minutes, 40 seconds

BROADBAND

Copyright © 2005-2007 D-link Systems, Inc.

e Internet
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TIME SETTINGS

Logout

Computer's .. | buthon wil

Ll
copy your PC's current time. il

[l Automatically synchronize with Internet time servers

First NTP time server:

Sacond NTP time
Server:

TIME CONFIGURATION

Current Router Time : 1.01.2000,00:38:43 53t

Time fone :

Enable Daylight
Saving :

Daylight Saving
Offset :

Daylight Saving

W0 A C ] i
s Month Week Day Time

SET THE DATE AND TIME MANUALLY

Date And Time :
Year: @UE e Month: | Jan s Day: |1 V|
Hour: | 12 am [ Minute: |38 Second: | 45 V|

Copy Your Computer's Time Settings
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Port Farwarding

D-Link

Advanced Wireless

WIRELESS -- ADVANCED SETTINGS

Allows you to configure advanced features of the wireless LAN interface.

Port Triggering

DMz

Advanced Setting

Parental Control

Filtering Options

WIRELESS -- MAC FILTER

Firewall Settings

Allows vou to configure wireless firewall by denying or allowing designated MAC addresses.

DMS

Dynamic DNS

MALC Filter

MNetwork Tools

Routing

WIRELESS -- QOS (QUALITY OF SERVICE)

Schedules

Allows you to configure wireless Qos.

TR-069 Client

Quality of Service

Pririt Server

Logout
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Advanced Wireless

HELP

Helpful Hints....

Port Forwarding It is recommended that you
This page allows you to configure advanced features of the wireless LAN interface. You can leave these parameters at
Port Triggering select a particular channel on which to operate, force the transmission rate to a particular their default values. Adjusting

speed, set the fragmentation threshold, set the RTS threshold, set the wakeup interval for them could limit the
DMz clients in power-save mode, set the beacon interval for the access point, set XPress mode performance of your wireless
and set whether short or long preambles are used. network.

Parental Control

et - ; : : Selecting Auto in :
Filtering Options Click "Apply" to configure the advanced wireless options. e R vk e bt el
best possible channel for your
wireless network to operate
on.,

Firewall Settings ADVANCED SETTINGS

OMS

Dynamic DNS AP Isolation:

Network Tools Auto Channel Tirmer{min}
349™ Rate:

iaish Multicast Rate:

Schedules Basic Rate:

TR-088 Client Fragmentation Threshold:

RTS Threshold:
DTIM Interval:
Logout Beacon Intenval:

Print Server

XPress™ Technology:
54g0™ Mode:

54g™ Protection:
Preamble Type:
Transmit Power:

Wireless - Guest/Virtual Access Points:

| |
iEnabIediSSID

=
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D-Link

Advanced Wireless

Port Farwarding

Port Triggering
oMz WMHM(WI-FI MULTIMEDIA) SETTINGS

Parental Control

WWMM{Wi-Fi Multimedia):

Filtering Options WiMM Mo Acknowledgement:

Firewall Settings

DMS

4 S QOS5 SEES
Dynamic DNS WIRELESS QOS CLASSES

MNetwork Tools

Routing

Schedules

TR-069 Client

Pririt Server

Logout

| Disabled |+
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This page lets you add, remove, enable and disable wireless Qos.

Apply WME Setting

HELP

Helpful Hints....

You can give multimedia
applications a higher quality
of service and priority in a
wireless network so
applications such as videos
will be of higher quality,

Enabling WMM may delay the

network traffic of other lower
assigned guality applications.
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Advanced Wireless

Port Farwarding

Port Triggering

DMz

Parental Control

Filtering Options

Firewall Settings

DMS

Dynamic DNS

MNetwork Tools

Routing

Schedules

TR-069 Client

Pririt Server

Logout

Port Forwarding allows you to direct incoming traffic from the WARN side (identified by protocol and external port) to
the internal server with a private IP address on the LAN side. The internal port is required only if the external port
needs to be converted to a different port number used by the server on the LAN side. & maximurm of 16 entries can

be configured.

Select the service name, and enter the server IP address and click "Apply™ to forward IP packets for this service to the
specified server. NOTE: The "Internal Port End” cannot be changed. It is the same as "External Port End”™
normally and will be the same as the "Internal Port Start™ or "External Port End” if either one is modified

PORT FORWARDING SETUP

Sarver External External Yocol

Name Port Start PortEnd ©'° Port Start PortEnd Address

Internal Internal Server IP Remote IP  Schedule

Address Rule
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PORT FORWARDING SETUP

Dynamic DNS

Server External External Internal Internal Server IP Remote IP Schedule

Network Tools Name Port Start Portend "TOU% portStart PortEnd  Address  Address Rule

Schedules

TR-069 Client add Edit et

Print Server

PORT FORWARDING SETUP

Remaining number of entries that can be configured:16
Server Name :
® Select a Service : | {Click to select) L |
& Custom Server : | |

Schedule : View Available Schedules

Server IP Address : | |

External Port External Port Internal Port Internal Port Remote Ip

Protocol

Start End Start End Address
L | e | | e
— I | I
| e ¥ | |
= I | ||
[ ] [ 1 [ | I .
L I | | L

€0 Internet Fo100%
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Advanced Wireless

Sets wireless mac filter.

Port Triggering

DMz

address filters.

Parental Control

Filtering Options

WIRELESS -- MAC FILTER

Firewall Settings

MAC Restrict Mode: ® Disabled O Deny Al O allow Al

DMS

MAC Address Remove

Dynamic DNS

MNetwork Tools

Routing

Schedules

TR-069 Client

Pririt Server

Logout

Enter the MAC address and click "Apply” to add the MAC address to the wireless MAC

HELP

Helpful Hints....

Create a list of MAC
addresses that you would
either like to allow or deny
users access to the wireless
router,
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Wizard

Internet Setup ; ) . ) . .
This wizard will guide you through a step-by-step process to configure your new D-Link
Wireless Settings router and connect to the Intermnet.

sl Step 1 : Change Device Login Password

Time and Date Step 2 : Set Time and Date

Step 3 : Setup Internet Connection

Logout Step 4 : Configure Wireless Network
Step 5 : Configure Local Netwark
Step 6 : Completed and Restart

e Internet
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DNS

Dynamic DNS

Metwork Tools

Routing

Schedules

TR-069 Client

Print Server

Logout

application or creating your own {Custom application)and dlick "Apply" to add it.

A maximum of 16 entries can be configured.

PORT TRIGGERING

Application Trigger Open Schedule Rule
Name Protocol Port Range Protocol Port Range
Start End Start End

PORT TRIGGERING
Remaining number of entries that can be configured :16

Application Name :

Salect an _
application °

i Custom application :
Schedule : Iﬁ-_ll-ra-fs | Yiew Available Schedules

Trigger Port Trigger Port Trigger Open Port Open Port Open
Start End Protocol Start End Protocol

TCP v

{Click to select)

[
|
[
a—
|
]
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D-Link

Advanced Wireless

Port Farwarding

Port Triggering applications configured in the Port Forwarding table to the DMZ host computer.

Enter the computer's IP address and click "Apply” to activate the DMZ host.

Parental Control

Clear the IP address field and click "Apply" to deactivate the DMZ host.
Filtering Options

Firewall Settings DMZ HOST

DMS

DMZ Host IP Address :

Dynamic DNS

MNetwork Tools

Routing

Schedules

TR-069 Client

Pririt Server

Logout

DVA-GIG70B // SETUP ADVANCED VOICE MAINTENANCE STATUS

The DSL Router will forward IP packets from the WAN that do not belong to any of the

HELP

Helpful Hints....

Enable the DMZ option only as
a last resort, If you are
having trouble using an
application from a computer
behind the router, first try
opening ports assodated with
the application in the

Mg section.
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D-Link

Advanced Wireless

Port Forwarding PARENTAL CONTROL -- BLOCK WEBSITE

Port Triggering Uses URL (i.e. www.yahoo.com) to impliment fittering.

DMZ
Block Website

Parental Control

Filtering Options PARENTAL CONTROL -- BLOCK MAC ADDRESS

Firewall Settings Uses MAC address to impliment fittering.

DMS

Block MAC Address

Dynamic DNS

Network Tools PARENTAL CONTROL -- TRUSTED COMPUTERS

Raiting Uses Trusted computers to avoid parental control.

Schedules

TR-062 Client Trusted Computers

Pririt Server

Logout

e Internet
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D-Link

Advanced Wireless

Port Farwarding

Port Triggering

DMz

Parental Control

Filtering Options

BLOCK WEBSITE

Firewall Settings

DMS

Dynamic DNS

MNetwork Tools

Routing

Schedules

TR-069 Client

Pririt Server

Logout
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This page allows you to block websites. If enabled, the websites listed here wil be denied
access to clients trying to browse that website.

HELP

Helpful Hints....

Create a list of websites that
you would like the devices on
your netwark to be allowed or
denied access to.
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D-Link

Advanced Wireless

Port Farwarding

Port Triggering

Filtering Options

Firewall Settings

DMS

Dynamic DNS

MNetwork Tools

Routing

Schedules

TR-069 Client

Pririt Server

Logout

BLOCK MAC ADDRESS

Schedule Rule

DVA-GIG70B // SETUP ADVANCED VOICE MAINTENANCE STATUS

This page adds a time of day restriction to a special LAN device connected to the router.
The "Browser's MAC Address” automatically displays the MAC address of the LAN device
where the browser is running. To restrict another LAN device, click the "Other MAC

DMz Address" button and enter the MAC address of the other LAN device. To find out the MAC

address of a3 Windows-based PC, open a command prompt window and type "ipconfig /all".

HELP

Helpful Hints....

Give each rule a name thatis
meaningful to you, For
example, a schedule for
Monday through Friday from
3:00pm to 9:00pm, might be
called "After Schoal® and
enter the MAC address that
you want to deny access to
the internet.
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D-Link

Advanced Wireless

Port Farwarding

Port Triggering

DMz

Filtering Options

Firewall Settings

DMS

Dynamic DNS

MNetwork Tools

Routing

Schedules

TR-069 Client

Pririt Server

Logout

TRUSTED USER IP RANGE

DVA-GIG70B // SETUP ADVANCED VOICE MAINTENANCE STATUS

To exclude a range of IP or specific MAC address which did not need PARENTAL CONTROL.

HELP

Helpful Hints....

Enter the trusted users' IP
address range and didk
“Apply” to enable trusted
computers.

Clear the IP address field and
didk “Apply™ to disable trusted
computers.

Tools =
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D-Link

Advanced Wireless

— FILTER -- INBOUND IP FILTER

Part Triggering Manage incoming traffic.

DMZ

Parental Control

Filtering Options Inbound Filter

Firewall Settings Outbound Filter

YUND IP FILTER

DNS Bridge Filter

Dynamic DNS

MNetwork Tools

FILTER -- BRIDGE FILTER
Routing

Uses MAC address to impliment fittering. Usefull onby in bridge mode.
Schedules

TR-069 Client

Pririt Server

Logout
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D-Link

Advanced Wireless

HELP

Helpful Hints....

Give each rule a thatis
The screen allows you to create a fitter rule to identify incoming IP traffic by specifying 3 meaningful to you,

Port Triggering new filter name and at least one condition below. All of the specified conditions in this filter

rule must be satisfied for the rule to take effect. Click 'Apply' to save and activate the filker. The Source IP addresses are
WAN-side address and the

By default, all incoming IP traffic from WAN is blocked when the firewall is enabled, but E:ﬁ;ggnﬂndépr;dsdress b

some IP fraffic can be ACCEPTED by seftting up fiters.
Filtering Options Click the Apply button to

ACTIVE INBOUND FILTER store a finished rule in the
Rules List,

Port Farwarding

DMz

Parental Control

Firewall Settings

DS
Source

Dynamic DNS Name VPI/VCI Protocol Address [

MNetwork Tools

Routing

Schedules

TR-069 Client

Pririt Server

Logout

e Internet
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DVA-GIG70B // SETUP ADVANCED VOICE MAINTENANCE STATUS

Port Farwarding

Port Triggering

This screen allows you to create a fitter rule to identify outgoing IP traffic by specifying a
new filter name and at least one condition below. All of the specified conditions in this fiter

DMz

rule must be satisfied for the rule to take effect. Click "Apply" to save and activate the
fitcer.

Parental Control
Filtering Options

Firewall Settings

By default, all outgoing IP traffic from LAN is allowed, but some IP traffic can be BLOCKED
by setting up filters.

ACTIVE OUTBOUND FILTER

DMS

Dynamic DNS

Deast

Source Source Dest. Schedule

MNetwork Tools

Address |
Mask

Name Protocol

Address [ Mask  Port Port Rule

Routing

Schedules

TR-069 Client

Pririt Server

Logout

HELP

Helpful Hints....

Each rule can Deny outgoing
traffic from the LAN.

Click the Remowe checkbox
in the Rules List then dick on
the Remowe button to
permanently remove a rule.

ATy

e Internet
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Advanced Wireless

HELP

Helpful Hints....

Mote : You must first create a

Port Farwarding

Bridge Fittering is onby effective on ATM PVCs configured in Bridge mode. ALLOW means Bridged connection to use
Port Triggering that all MAC layer frames will be ALLOWED except those matching with any of the specified Bridge Filter.

rules in the following table. DENY means that all MAC layver frames will be DENIED except
DMz those matching with any of the specified rules in the following table. You can create a Bridged

connection by gaing to Setup

-+ AMCErmer >etup.

btk amiisd Create a filter to identify the MAC layer frames by specifying at least one condition below. If

multiple conditions are specified, all of them take effect. Click "Appl" to save and activate T
il the fitter.

Firewall Settings

Gt Bridge Filtering Global Policy:
Dynamic DNS (& ALLOW all packets but DENY those matching any of specific rules listed

() DENY all packets but ALLOW those matching any of specific rules listed
MNetwork Tools

Routing

Schedules

TR-068 Client BRIDGE FILTER SETUP

Pririt Server

Destination

Logout VPI/VCI Protocol MAC

Add Edit Delete

e Internet





