DI-713P on Bigpond Cable using BPALogin freeware
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Note: You must fix your IP address on your PC – eg. 192.168.0.139 in this example.

Type in URL http://192.168.0.1/ on the browser and log in using default password admin.
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Click on “Advanced” at the bottom:

Enter the following information together with your PC’s IP address (eg. 192.168.0.139 in this example).
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Remember to scroll down and click on “Save” at the bottom when done.

Click on “Basic” at the bottom to go back to mainpage.

Click on “Tools” at the bottom and then

click on “Reboot” button to reboot the unit.

Wait for 30 sec, then connect up your Cable connection to WAN port at the back of DI-713P. The WAN LED at the front should light up.

BPALogin* freeware is required to replace Telstra Bigpond software for the whole settings to work behind firewall.

BPALogin freeware is available from:

http://bpalogin.sourceforge.net/download.html
Suggested settings on BPALogin are:

port: 5050

domain: nsw.bigpond.net.au (if you are in NSW; vic.bigpond.net.au for VIC, etc.)

Fire up your BPALogin program, it should be connecting alright.
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Note that in this example, recommended default port 5050 is used in BPALogin freeware program as well.

On the mainpage, if you click on “Refresh” button at the bottom, you should be able to see all IP addresses info assigned by Bigpond.
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Disclaimer:

The details provided here (at the time of available) are for reference only. We are providing these details "as is" in the hope that they could help customer in some situation. We will not be held responsible for any support and/or consequences that arise from these.
* BPALogin is the freeware login client written by Shane Hyde. This is the client program that was modified to work on static port 5050. Please keep in mind that BPALogin is not distributed by or supported by Telstra or BigPond Advance. BPALogin is simply an open-source/freeware version of the authentication client.

You can see his page at: http://bpalogin.sourceforge.net/
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