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Quick Installation Guide

This product can be set
up using any current web
browser, i.e., Internet
Explorer 6 or Netscape
Navigator 6.2.3.

DWL-2100AP

D-Link AirPlus XtremeG™
802.11g/108Mbps
J  Wireless Access Point

Before You Begin

It's best to use a computer (with an Ethernet adapter) that is connected to a switch

for configuring the DWL-2100AP. The default IP address for the DWL-2100AP is
192.168.0.50 with a Subnet Mask of 255.255.255.0. You will need to assign your
computer a Static IP address within the same range as the DWL-2100AP’s IP address
for the purpose of configuring the DWL-2100AP. See the Appendix if you need
assistance in assigning a Static IP address for your network adapter.

Check Your Package Contents

DWL-2100AP 802.11g/108Mbps Wireless
Access Point

CD-ROM (containing Manual and
Warranty)

Ethernet (CAT5 UTP) Cable

Using a power
supply with a
different voltage rating
will damage and void the
warranty of this product.

5V 2.0A DC Power Adapter

If any of the above items are missing, please contact your reseller.

©2004, 2005 D-Link Systems, Inc. All rights reserved. Trademarks or registered trademarks are the property of their respective holders.
Software and specifications subject to change without notice. DWL-2100AP. 12152004
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A.

Connecting the DWL-2100AP Wireless
Access Point to Your Network

First, connect the power adapter to the receptor at the back panel of the
DWL-2100AP and then plug the other end of the power adapter to a wall outlet or
power strip. The Power LED will turn ON to indicate proper operation.

Insert one end of the cable to the Ethernet port on the back panel of the
DWL-2100AP and the other end of the cable to an Ethernet Broadband Router
(i.e., D-Link DI-604) or Switch (i.e., D-Link DES-1005D). Note: You also have the
option of connecting the DWL-2100AP directly to the computer that will be used for
configuration. The Link LED light will illuminate to indicate a proper Ethernet
connection. (Note: The Ethernet Port on the DWL-2100AP is Auto-MDI/MDIX.
Meaning you can use a straight-through or crossover-Ethernet cable to connect to
the Ethernet port on the DWL-2100AP.)

The DWL-G650 AirPlus Xtreme G Wireless Cardbus Adapter and the DWL-G520
AirPlus Xtreme G Wireless PCI Adapter will connect, out of the box , with the
DWL-2100AP, using their default wireless settings. Computers with 802.11b/g
wireless adapters can also connect to the DWL-2100AP.

C. Antennas Used to
wirelessly connect to
802.11b/g adapters.

B. LAN PORT for
connecting the access
point to a switch on the
local network with an
ethernet cable

A. Receptor for
Power Adapter.

Reset Button
Pressing this button restores
the Access Point to its original
factory default settings.
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When you have
completed the steps in
this Quick Installation
Guide, your connected
network should look
similar to this:

Cable/DSL Modem

— Router or Switch

DWL-2100AP

2.4GHz Wireless Access Point

SNMP Management Software

Computer 1
Desktop PC or Laptop
(Wireless Adapter Required)

Computer 2
Desktop PC or Laptop
(Wireless Adapter Required)

Using the Setup Wizard

Open your Web
browser and type
“http://192.168.0.50”
into the URL address
box. Then press the
Enter or Return key.

2 DWL-2100AP - Microsoft Internet
Edit

File Tools  Hel

] | ] hitpf192.168.0.50] )

Wiew  Favarites

The logon pop-up
screen will appear.

Connect to 192.168.0.50

Type “admin” for the
username and leave
the password field
blank.

3
'I'm 'Hk\_
DWW L21004P
Lser name: _' | % I v|
Password: _' |
[ Iremamber my password
L Ok ] [ Cancel J

l Click OK :




Using The Setup Wizard (continued)

D-Link
Buidig st e

Once you have
logged in, the Home
screen will appear.

DWL-T 100AP

—ArPlus -
Xrrermels
High-Speed 2.4GHz Wireless Access Point

Home Advanced Tools Status Help

Setup Wi

The DWL-2100AP is a Wireless Access Point. The setup wizard will guide you
through the configuration of the DWL-2 ~The DWL-2100AP 's easy setup will
allow you to have wireless access with ites. Please follow the setup wizard
step by step to configure the DWL-2100AP .

[Click Run Wizard ]

You will see the following |
screens.

D-Lin

[ emeig=hy

2 DWL-2100AP - Microsoft Internet Explorer

Help

OAR Setup Wizard

Welcome to the DWL-2100AP Setup Wizard. The Wizard will guide
you through these six guick steps. Begin by clicking on Next,

Step 1. Set your new password

Step 2. Set the 3510 and Channel (802.11g)
Step 3. Set Encryption (802.11g)

Step 4. Restart

o|J

l Click Next :

Next Exit




Using The Setup Wizard (continued)

2 DWL-2100AP - Microsoft Internet Explorer

# Setup Wizard

Set Password
Step 1 - Set up your

new password. You have :ou may change the password by entering in 3 new password. Click
. . ext to continue
the option to establish a E—
Password |ssses
password.

“erify Password |senee |

l Click Next :

Step 2 - Wireless Setup
The default wireless
settings are:

Set Wireless LAN 802.11g Connection

SSID = dlink Enter in the 3210 name and Channel number to be used far the
Channel = 6 Wyiteless LAN 802, 11gConnection. Click Next to continue.
You can change these 29D dlink

settings to match an

existing wireless network. Chamel 6~

l Click Next :




Using The Setup Wizard (continued)

Step 3 - Encryption

The DWL-2100AP is capable
of two levels of wireless
encryption 64-bit and 128-bit.
By default the encryption is
disabled. You can change the
encryption settings for more

secure wireless communication.

WEP Encryptlon for 802 11g

If you wish to use encrption,enable it here and enter the encryption Key
“alues.Click Next to continue

WEP: © Disabled O Enahbled

Key Size B 128 152

Fitst kay |ﬁ ‘

@O

l Click Next !

Your Setup is Complete!

Setup Completed

The Setup Wizard has completed. Click Back to modify previous
settings. Click Restart to save the current settings and reboot the
DWL-2100AF

<
BackiRestart) Exit

l Click Restart}




Saving Changes and Restarting.

l Click Close : : '

You will be returned to the Home tab.

[ crick to Exit_x])

2 DWL-2100AP - Microsoft Internet Explorer

File Edt Vew Favortes Tools Help

Q= - © h«] @ Lh ) search *Fawntes @ rese €| (- :;; =

Address | @] http: /1192, 168.0.50ihtmljWireless. himi7

¥ B ok >

D-Link —AirPlus .

High-Speed 2.4GHz Wireless Access Point

DWL-2100AP
|

Home Advanced  Tools Status Help

Wireless Settings

Wireless Band
33D

S8ID Broadcast
Channel

Radio Frequeney

900

Apply Cancel Help

v
&) Dore

@ Internet

= Kanguru (G:)

For additional settings or information, refer to the Advanced, Tools, or Status tabs on
the web-management interface; or to the manual located on the CD-ROM.
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Appendix
Assigning a Static IP Address in Windows

To assign a Static IP Address to the laptop or computer that you are using to configure
the DWL-2100AP, please do the following:

-4 WWireless Network Connection 3 Properties

Go to Start > Double- click on Control ‘_é;ﬂe_la.‘nlwire\.ess NE‘[WUIi&g_; Authentication :;-Advanced:
Panel > Double-click on Network

Connections > Right-click on Local
Area Connections > Click Properties 1

| Thiz connection uses the following items

gclient for Microzoft Metworks
gFi\e and Printer Sharing for Microsoft Netwarks
B () Pl bl o

i Connect uzsing:
| I B D-Link Air DWL-B50'Wireless Cardbus Adapter |

[Highlight Internet Protocol (TCP/IP) ]_

Ce))
[Click Properties‘ —Denrion
J Transmission Control ProtocalInternet Protocol. The detault

wide area network, protocol that provides communication
actoss diverse interconnected networks

Show icon in notification area when connected

Internet Protocol (TCP/IP) Properties
Select Use the following IP address in General |
the |ntem et PrOtOcol (TC P/I P) Propertles You can get 1P settings assigned automatically if your network supports
q this capability. Othenmise, you need to ask your network administrator for
window the apprapriate [P settings.

() Obtain an P address automatically

( (®) Use the following |P address: )

Input your IP address and subnet mask. s Mez 1 0 .51 |
(The IP Address must be within the same i (2.2 25 1 |
range as the DWL-2100AP. The IP Address Diefau gatewap r & = = |
of the DWL-2100AP is 192.168.0.50. You

can assign 192.168.0.51 for your computer. A
No two computers can have the same Preferied NS sarvar ]
IP Address. Assign a subnet mask of Alinate DNS server: .
255.255.255.0.)

l Click OK : f [il3 '
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For Windows 2000 users:

Go to Start > Settings > Network and
Dial-up Connections > Double-click on
the Local Area Connection associated
with the Network Adapter installed on your
system> select Properties

H L ocal Area Connection 5 Propetties 2%l

General | Sharirg |

Connect using

I D-Link AirPlus Xtreme G DWL-GB50

Companents checked are used by this connectior:

B File and Printer Sharing for Microsoft Networks -]

Click Internet Protocol (TCP/IP)

| »

Instal.. Urninstall |‘ Properiies '

i~ Description
Transmission Control Protocal/lntemet Protocol. The difault
wide area network protocol that provides communicati
acrnss diverse interconnected networks

[Click Properties}

Internet Protocol {TCP,/IP) Properties 3

[Select Use the following IP address

Input your IP address and subnet mask.
(The IP Address must be within the same
range as the DWL-2100AP. The IP Address
of the DWL-2100AP is 192.168.0.50. You
can assign 192.168.0.52 for your computer.
No two computers can have the same

IP Address. Assign a subnet mask of
255.255.255.0.)

™ Showican in taskbar when connected

0K Cancel

General |

“You can get P sedtings assianed automatically if wour network supports
this capabilty. Otemise. you need to ask pour network adivistator for
the appropriate I seitinge.

_Obtsin 50 IP addiess automaticaly
£ Use the following IP address

P adaress [To2 168 0 . 52
Subnet mask: 265, 266 . 26 . 11
Default gateway: r 192 166, 0 1

£ (iein DNE Sever address sutomafically

~f* Use the following DNS server addiesses

Prefenzd DNS server: .

Alternate OMNS server
Advanced
oK Cancel

l Click OK :
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For Windows Me and 98se users:

Click Internet Protocol (TCP/IP)

Go to Start > Settings > Control Panel >
Double-click on the Local Area Connection
associated with the Network Adapter installed
on your system > select Properties

Click Internet Protocol (TCP/IP) J R )

—_—
[2]x]

Network

Configuiation | | denification | Access Cantrol

The following netwark components are installed:
I3 D-Link AitPro D'/ L-ABS20 Mulimods \Wirsless PCI Adaplt;l
I3 D-Link DFE-530T+ PCl Adapter J

13 D-Link DFE-530Tx+ PCl &dapter
o UL PClid

AP - D-Link AirPlu

Primary Network Logor:
| Client far Microsalt Networks =l

File and Print Sharing...

[Click Properties]

[Select Specify IP Address ]_

Input your IP address and subnet mask.
(The IP Address must be within the same
range as the DWL-2100AP. The IP Address

TSI
TCP/IP i the protocol you use to connect to the Intemet and
wide-area netorks.

Cancel

TCP/IP Properties [ 7]x]

Bindngs | Advanced | MemiDs |
DINS Configuration | Gateway | wiNS Configuration 1P Address

An IP addiess can be automatically assigned to this computer.
It pour network does not automatically assign IP addresses, atk
your network administrator for an address, and then type it in
the space below.

" Dbtairi an IP address automatically

" Specify an P address:
—_——

of the DWL-2100AP is 192.168.0.50. You
can assign 192.168.0.52 for your computer.
No two computers can have the same
IP Address. Assign a subnet mask of
255.255.255.0.)

1P Address: 192.168. 0 . 52
SubretMask: i 255.255.255. 10|

' Ok ' Cancel

l Click OK:
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For Apple Macintosh OS X:

Go to the Apple Menu Click on Network
and Select System Preferences

‘80 Network =3
“ =A@ 3
Show Al : Displays Sound Newwork Startup Disk
Select Built in Ethernet tocation: [Automatic __ T#]
in the Show pull-down  |————isass(uit-in Ethernet 1+9)
B lanually using outer —
Configure  Using DHCP )
Using BootP
Ji Servers (Optional)
P Address:
. Subnet Mask:
Select Manually in the
Configuration pull-down
DHCP Client ID:
menu = (Optional)
e Example: apple.com, earthlink.net
@ Click the lock to prevent further changes. Apply Now
‘86c Network =3
i @ O
Show All Dis| 7;5 Sound Network S[aﬂl{?Dtsj{
Location: | Automatic )
|I‘Iput your IP addreSS and Show: | Built-in Ethernet a
subnet mask. (The IP Address s i i
must be within the same range Configure; { Manually K3
as the DWL'21 OOAP The IP Domain Name Servers (Optional)
Address of the DWL-2100AP is IP Address: |192.168.0.51
192.168.0.50. You can assign Subnet Mask: |255.255.255.0

192.168.0.51 for your Macintosh.
No two computers can have

the same IP Address. Assign a _
subnet mask of 255.255.255.0.) Bhernet Address: 00:03:0379ideisa o o et

® Chzeiriony
Click (@) Click the lock to prevent further changes.
ICK Oon

Router: =Search-Uomains——COptonalk:

Apply Now
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Technical Support

You can find software updates and user documentation on the D-Link website.

Tech Support for customers in

Australia:
Tel: 1300-766-868
24/7(24Hrs, 7days a week) technical support
http://www.dlink.com.au
e-mail: support@dlink.com.au

India:
Tel: 1800-222-002
9.00 AM to 9.00 PM. All days
http://www.dlink.co.in/support/productsupport.aspx

Indonesia, Malaysia, Singapore and Thailand:

Tel: +62-21-5731610 (Indonesia)
Tel: 1800-882-880 (Malaysia)
Tel: +65 6501 4200 (Singapore)

Tel: +66-2-719-8978/9 (Thailand)
24/7, for English Support Only
http://www.dlink.com.sg/support/
e-mail: support@dlink.com.sg

Korea:

Tel: +82-2-2028-1815
Monday to Friday 9:00am to 6:00pm
http://lwww.d-link.co.kr
e-mail: arthur@d-link.co.kr

New Zealand:
Tel: 0800-900-900
24/7(24Hrs, 7days a week) technical support
http://www.dlink.co.nz
e-mail: support@dlink.co.nz

D-Link

Building Networks for People
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Technical Support

You can find software updates and user documentation on the D-Link website.

Tech Support for customers in
Egypt:

Tel: +202-2919035 or +202-2919047
Sunday to Thursday 9:00am to 5:00pm
http://support.dlink-me.com
Email: support.eg@dlink-me.com
Iran:

Te: +98-21-88880918,19
Saturday to Thursday 9:00am to 5:00pm
http://support.dlink-me.com
Email : support.ir@dlink-me.com & support@dlink.ir
Israel:

Magshimim 20 St., Matalon center,
Petach Tikva, Israel 49348
Consumer support line: 03-9212886
Business support line: 03-9212608

Pakistan:

Tel: +92-21-4548158 or +92-21-4548310
Monday to Friday 10:00am to 6:00pm
http://support.dlink-me.com
E-mail: zkashif@dlink-me.com

South Africa and Sub Sahara Region:
Tel: +27-12-665-2165
08600 DLINK (for South Africa only)
Monday to Friday 8:30am to 9:00pm South Africa Time
http://www.d-link.co.za

Turkey:

Tel: +90-212-2895659
Monday to Friday 9:00am to 6:00pm
http://www.dlink.com.tr
e-mail: turkiye@dlink-me.com
e-mail: support@d-link.co.za
U.A.E and North Africa:

Tel: +971-4-4278127 (U.A.E)
Sunday to Thursday 9.00AM to 6.00PM GMT+4
Web: http://www.dlink-me.com
E-mail: support.me@dlink-me.com

Saudi ARABIA (KSA):
Telephone : +966 01 217 0008
Facsimile : +966 01 217 0009

e-mail: Support.sa@dlink-me.com
Saturday to Wednesday 9.30AM to 6.30PM
Thursdays 9.30AM to 2.00 PM

& ®
D-Link
Building Networks for People
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[aHHbIN NPOAYKT MOXHO HacTpansaTtb
C NOMOLLBIO M060ro COBPEMEHHOro
web-6paysepa, Takoro kak Microsoft
Internet Explorer 6 nnu Netscape

Navigator 6.2.2 unwu sbilwe

DWL-2100AP

D-Link AirPlus Xtreme™
802.11g/108M6uT/Cc
BecnpoBoaHas Touka [loctyna

)
”

>
MNMpexae 4yem Ha4yaTb ™
Hauny4ywwuin cnocob HactpouTs DWL-2100AP - ncnonb3oBatb KomnbloTeEp (C
yCTaHOBMNEHHbIM ceTeBbIM afantepom Ethernet), nogknioyeHHbIN K koMMyTaTOpY.
IP agpec no ymonyanuto ans DWL-2100AP yctaHosneH 192.168.0.50 ¢ mackon
noacetn 255.255.255.0. Bam Heob6x0aMO Ha3HaYMTb KOMMBHOTEPY CTAaTUYECKUIA
IP agpec 13 Ton xe nogcetun, 4yto U gna DWL-2100AP, gnsa Ttoro, 4To6bl
NpucTynuTb K HacTporike Todkn Joctyna. Ecnu Bam Heobxoguma nomolyb
Ana Toro, Ytobbl HasHaunTb ctatnyeckum IP agpec ceteBoMy apantepy
KOMMbIOTEPA, CMOTPUTE NPUIIOXKEHMNE.

MpoBepLTe cooepXXumoe KoOMnseKkTa

DWL-2100AP 802.11g/108M6wuT/c
BecnpoBogHasa Touka [locTtyna

CD-ROM (copepxut PykoBoacTBo
nonb3oBaTensi U rapaHTuUIO)

Ka6enb Ethernet (CAT5 UTP/npsimon )

Mcnonb3oBaHune
& VCTOYHUKA MUTaHMS C
OPYrum HanpsbkeHMeM
NUTaHNs MOXET NPUBECTU K
BbIXOZY M3 CTPOS1 YCTPOWCTBA
2.0A 1 noTepe rapaHTum

Bnok nutaHua
nocTosAHHOro Toka 5B,

Ecnu 4To-nnbo 13 nepedncrneHHoro oTCyTcTBYeT, 06paTUTECh K BalleMy MOCTaBLLMKY.

©2004, 2005 D-Link Systems, Inc. Bce npaBa 3awuiyeHbl. Toprosble Mapku Unv 3apervcTpupoBaHHbIe TOProBbIE MapKu SIBMSIOTCA
COBCTBEHHOCTBIO UX Bnagenbues. H[)()F[)Eﬂ\/\!\/\}\()h‘ obecnevyeHve n (ZH(-HH/i(t)M\\'H\\MV\ MOryT N3MEHATLCA 6es yBeaoMNeHns
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NMopgknovyeHne 6ecnpoBoaHOMN
Touku Noctyna DWL-2100AP k
CyliecTByHOLLEN CeTU

. CHavana nogkno4ynTe GMoK NUTaHWS K pa3bemy NUTaHWs Ha 3agHel naHenu
DWL-2100AP , a 3aTem noacoeguHmTe 6ok nuTaHus K posetke. Ceetoguoa “Power”
(MuTtaHue) 3aropuTcs, YTO O3HAYAET, YTO YCTPOMUCTBO BKITHOYEHO.

. MogkntounTe kKabenb oaHOM CTOpoHO k Ethernet nopTy, pacnonoxeHHoMy Ha 3aaHeln
naHenn DWL-2100AP , a gpyroi CTOpoHoW K MapLupyTu3aTtopy (Hanpumep, D-Link
DI-604 ) unu k kommyTaTopy (Hanpumep, DES-1005D). MpumevaHue: Touka goctyna
DWL-2100AP MoxeT 6biTb NOAKIIOMEHA HANPSIMyO K KOMMbIOTEPY, KOTOPbIA ByaeT
MCMoNb30BaThCs ANsl ee HacTporikuy. [Mpu NnpaBunbHOM noakntoyeHun k cetu Ethernet
3aropuTcst ceeToamnop «Link» (coeguHeHne).

. KomnbtoTepbl, ocHalleHHble 6ecrnpoBofHbiMU ceTeBbiMu agantepamu DWL-G650

AirPlus Xtreme G ans wuHbl Cardbus nnu DWL-G520 AirPlus Xtreme G ans wuHbl PCI
HayHyT paboTatb ¢ DWL-2100AP 6e3 n3aMeHeHUst HaCcTPOeK, MPUHSATBLIX MO YMOSTYaHMIO.
KomnbtoTepsbl, ocHalleHHble 6ecnpoBOAHBIMU CETeBbIMU afanTepamu ctaHgapTta
802.11b/g Taike moryT pabotaTb ¢ Toukon goctyna DWL-2100AP.

C. AHTeHHa

ncnonb3yercs Ans

yBenuyeHus paguyca B. MopTt LAN

aencteus npu 6ecnposogHom | | 3To nopt Ana
nogkntoveHun 802.11b/g NOAKMNIOYEHNS K
agantepoB n Tovek [loctyna nokanbHou cetn Ethernet

KHonka Reset (c6poc) IMocne A. THesno Ans
HaXkaTus Ha 3Ty KHONKy OyayT noakmnto4eHns
BOCCTaHOBMEHbI 3aBOCKME 6noka nuTaHus
HaCTPONKM

18



[Mocne BbINONHEHUS BCex
LLIAroB YCTaHOBKM N3 JaHHOTO
PykoBoacTtea no 6bicTpon
yCcTaHOBKe co3JaHHasd
ceTb [OfKHa BbIrMA4eTb
cnegyoLmm obpasom:

Cable/DSL Modem

-

_ Router or Switch ‘Q’m‘ﬁ 100AP
DWL-2100AP w\/

2.4GHz Wireless Access Point (Wikeless Dist ion System)

SNMP Management Software

Computer 1
Desktop PC or Laptop
(Wireless Adapter Required)

Computer 2
Desktop PC or Laptop
(Wireless Adapter Required)

MUcnonb3oBaHue MacTepa YCTAaHOBKU

2 DWL-2100AP - Microsoft Internet

File  Edit ‘iew Favorites Tools  Hel

3anyctute Baw web-6paysep 3 = U lﬂ H
1 HabepuTe B aAPECHON CTPOKE ek - € - (x] 18] €
“http://192.168.0.50”. 3atem = et -
HaxxmMmuTe knasuwy Enter.

MosaBuTCA akpaH Ans
perucrpaumu nonb3oBarens
Ons gocTyna K yCTPOWMCTBY.

13 H ”
Ha6epurte“admin” B DWLZ1004F
rorne Ans BBoAa UMEHM,
none Ans BBOZA Naponst oot roas _ll 0 J v|
OCTaBbTE MYCThIM.

Password: _[I ]

[ Iremamber my password

—_—

Ok ][ Cancel J

lHa)KMVITe OK :
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Ucnonb3oBaHue MacTepa yCTaHOBKU

(npoaomnmxeHue)

[Nocne Toro, Kak Bbl
nony4unun gocTyn K
ynpaBsreHunto, nepesg
BaMu NOSIBUTCS 3KpaH
Home.

D-Link

Building Networks for People.

DWL-T 100AP

_Ai’jpﬁ lus ="

High-Speed 2.4GHz WIreless Access Point

Home Advanced Tools Status Help

Setup Wizard

The DWL-2100AP is a Wireless Access Point. The setup wizard will guide you
through the configuration of the DWL-2100AP .The DWL-2100AP 's easy setup will
allow you to have wireless access within minutes. Please follow the setup wizard
step by step to configure the DWL-2100AP .

[Ha)xmwre Run Wizard }

Bbl yBugnte
cregyloLwmnn aKkpaH:

Welcome to the DWL-2100AP Setup Wizard. The Wizard will guide
you through these six quick steps. Begin by clicking on Next.

Help

Step 1. Set your new password

Step 2. Set the 5510 and Channel (802.11g)
Step 3. Set Encryption (802.11g)

Step 4. Restar

' Haxmute Next :

Exit

20



Ucnonb3oBaHMe macTepa YCTaHOBKM
(npopomxeHue)

LWar 1 — YcraHoBute
HOBLIN nNaponb. Y Bac ectb
BO3MOXHOCTb YCTaHOBUTb
naporb.

23 DWL-2100AP - Microsoft Internet Explorer

Set Password

You may change the password by entering in a new password. Click
Next to continue.

Passwaord Inuu |
“erify Password lﬁ|

iQ
1=

' Haxxmute Next !

Lar 2 — HacTpouka
6ecnpoBogHOro
nHTepcpenca

MpyHATBIE NO yMONYaHMio
HacTpoVikmn 6ecnpoBoaHON
ceTu cregyowme:

SSID = dlink

Channel = 6

Bbl MOXeTe N3MeHUTb 3Tn
3HaYeHUsi B COOTBETCTBUM C
HacTpoMKamK CyLLeCTBYOLLIEN
©6ecnpoBoaHoO ceTu.

2§ DWL-2100AP - Microsoft Internet Explorer

Set Wireless LAN 802.11g Connection

Enter in the SSID name and Channel nurnber to be used far the
Wireless LAN 802 11gConnection. Click Next to continue.

S5ID: dlink

Channel B ¥

g0

l Haxmute Next J
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Mcnonb3oBaHMe macTepa yCTaHOBKM
(npoaonmxeHue)

LWar 3 — WncpoBaHue

DWL-2100AP noppepxuBaeTt |
OBa YpOBHSA WugpoBaHus |

©ecnpoBOAHOM0 COEANHEHNS:
64-6uT n 128-6mt. Mo
yMosnuyaHuio wudgpoBaHue
OTKNKYeHOo. Bbl MoxeTe
M3MEHUTb NapamMeTpbhl
LWwmncpoBaHus anst obecneveHns
Gonee GesonacHol nepegayn
JaHHbIX No 6ecnpoBoAHOM
ceTu.

2 DWL-2100AP - Microsoft Internet Explorer

| D-Link B'SatUp Wizard

WEP Encryptlon for 802.11g
If you wish to use encrption,enable it here and enter the encryption Key
“alues.Click Next to continue
WEP: (& Digabled O Enablad

Key Size B4 128 162

First Key I ‘

' Haxmute Next}

YcTtaHoOBKa 3aBeplueHa!

2 DWL-2100AP - Microsoft Internet Explorer

Setup COmpIeted

The Setup Wizard has completed. Click Back to modify previous
settings. Click Restart to save the current settings and reboot the
DL-2100AP

[Ha)KMVITe Restart}
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i DWL-2100AP - Microsoft Internet Explorer ‘Zl

[ D.Link oAE SETT Wiz

o et P

Saving Changes and Restaring.

[Ha)KMMTe Close} @

Bbl OyaeTte nepeHanpasneHbl Ha cTpaHuly Home.

[Hammme EI }

EEE)

A DWL-2100AP - Microsoft Internet Explorer Ed

Fle Edt View Favores Tooks Hel

Qo - @ - [x] B (b O Forsons @ress € (2 12 5

- I

Address | &) hutps /{192, 168,0.50/hkmlfWireless, htmiz L

D-Link

Building Networks for People

Z‘AII'P lus G-

High-Speed 2.4GHz Wireless Access Point

DWL-2 100AP
) .1 - Advanced  Tools Status Help
“ Wireless Settings
m Wireless Band

S3ID
S50 Broadcast

Channel

Radio Frequency

@00

Apply Cancel Help

(3

& Internet

&) Dore

 untled - Paint

Y106bl NonyynTb Gonblue MHopMaLUM U NPOU3BECTU AOMOMHUTENbHbIE
HacTporkn, obpawantecb kK cTpaHuuam Advanced, Tools unu Status Web-
nHTepdenca ynpasneHnsa unm Kk PykoBoacTay nonb3osatens Ha CD.
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NMpunoxeHue

Ha3HauyeHue noctosiHHoro IP agpeca B cuctemax Windows

Ons Toro, 4To6bl Ha3Ha4YMTb NOCTOSIHHBINA IP agpec HOyTOYKY Mnn HacToNbHOMY
KOMMbIOTEPY, KOTOPbIA UCMOMb3yeTCcst AN HAacTPOWKM GecnpoBOAHONM TOYKM AOCTyna
DWL-2100AP, noxanyincra, caenanTe cnegytoLlee:

CnepgyiiTe no nyTu, nocrnegoBaTtenbHO
Haxumas: MYCK> Hactponka> MNaHenb
ynpaBneHUs> NpaBbIi KNUK Ha UKOHKe
MopknioyeHUs No nNokanbHOW ceTu >
Cso#ctBa

Bbi6epute Mpotokon UHTepHeTa

-4 Wireless Network Connection 3 Properties

| General ‘\N"ireless Metworks g.AuthEnli:aliun. || Advanced|

Connect uging:

I BB D-Link Air DWL-B50 Wireless Cardbus Adapter ‘

Thiz connection uses the following items:

gclienl fior Microsoft Metwarks
[ File and Printer Sharing for Microsoft Metworks
] o =

(TCP/IP)

)|

Install... | Froperties '
Decorintion

[Ha)KMVITe CBoiicTBa J

BbiGepuTte Mcnonb3oBaTh crneayowmn
IP agpec B okHe CBoricTBa: [MpoTokon

Transmisgion Contral Protocoldlnternet Protocol. The default
wide area netwark pratocol that provides communication
across diverse interconnected networks,

Shaw icon in notification area when connected

Internet Protocol (TCP/IP) Properties

General

[OIMKEH HaXO4MTbCS B TOM Xe AuanasoHe
apgpecoB — noacetv —4to n agpec DWL-2100AP.
IP appec DWL-2100AP 192.168.0.50. MoxHo
nonpoboBatb HasHaunTb agpec 192.168.0.51
BaweMy kKommnbtoTepy. Obpatute BHUMaHME,

N TCP/IP b P seti d automaticaly i otk ;
‘o can get IP settings assigned automatically if your network supports
HTepHeTa ( ) this capability. Othenwise, you need to ask your network. administrator for
the appropriate |P settings.
(" Obtain an 1P address automatically
--‘ (& Use the following IP address: '
\ |
BeeauTe IP agpec u macky noacetu (IP agpec [Riaddress (192180010 51|
Subret mask;

| 295.255.25%5 . 0 |

|

Default gatewaw:

() Use the follawing DNS server addresses:

Preferr=d DNS server: | . |

r————
Haxmurte OK|
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YTO ABYX OAMHaKoBbIX IP agpecoB B oaHOM ceTh Alernats DN server s & ]

OblTb HE JOMKHO HasHaubTe Macky nogcetu

255.255.255.0. )
)




Ons nonb3oBartenen Windows 2000:

CnepgywTe no NyTu, nocneaoBaTesibHO HAXMMAA: I T

NYCK> HacTpoika> lNaHenb ynpaBneHUA> ‘ Genedl |shain]
lMopaknioyeHUs no rokanbHOW CEeTU CBA3aHHbIE |  Comectusig

C YCTAaHOBJIEHHbIM CeTeBbiM ajanTtepom, [ e

CeoiicTBa

HaxmuTe lNMpoTtokon UHTepHeTa

BT

Components checked are used by this connection:

B File and Printer Sharing for Microsoft Networks -]
v

-

Instal.. Uninstal [(* Properies

(TCP/IP)

[Hammwre CBoﬁcTBa)

~Deseription
Transmission Cantrol Protocol/ntemet Frotocal. The dfaul
wide area netwark protocal that provides communicati
aeross diverse interconnected networks,

Bbi6epuTe Mcnonb3oBath
cneaytowmm IP agpec

™ Show ican in taskbar when connected

oK Cancel

Internet Protocol {TCP/IP) Properties

Genaral |

“You can get P seltings sssigned automatically if vour network supports
this capabilty. Dthenaise, you need o ask your network administrator for
the approprists IP seftings.

_Obisin n IF addiess automaticaly

% Uss the fallowing IP address:

Beeaute IP appec u macky noacetu (IP agpec
[OMMKEH HaXoAUTbLCA B TOM e AuanasoHe
agpecoB — nogcetn —Yvto u agpec DWL-2100AP.
IP agpec DWL-2100AP 192.168.0.50. MoxHo
nonpo6oBaTtb HasHaunTb agpec 192.168.0.52
Ballemy KomnbtoTepy. ObpaTnute BHMMaHue,
4YTO ABYX 0AMHaKoBbIX |P agpecoB B ogHoM cetn
ObITb He AOMKHO HasHaybTe MacKy mogceTtu
255.255.255.0. )

IF address: [1s2 188 0 52
Subnet matk: 255 . 255255 . 0
Default gateway r 192 16 0 . 1

21

'Ha)KMI/ITe OK!

£ Obtei DG server address automatically

(1% Use the following DNS server addresses:

Alternate DNS server. .

Prefened DNS server:

Advanced.

ok Cancel
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Ons nonb3oBatenen Windows Me u 98se:

Cnepynte no nyTu, nocneapoBaTefibHO
o rmcme—
Haxumasn: NMNYCK> HacTtpouka> lMaHenb s [2]x]

ynpaBneHus> npasbl M KAUK Ha UKOHKe Configuiation | | denification | Access Cantrol

I-I on Kn IO q e H M ﬂ n o n o K a n b H o ﬁ c e T M > The following network components are installed:
CBoif 39D Link AifFio DWL-ARS20 Mullimode Wieless PC) Adapt 2]
BOUCTBa 8 D.Link DFE 530754 PTI Adapter
19 D Lirk DFE 53073+ Pl Adapter ||
DEESaT P

HaxmuTe MNMpoTtokon UHTepHeTa | r—)
Add... | Remove Properties |

(TCPIIP)

Primary Network Logor:
| Client far Microsalt Networks =l

] File and Print Sharing...

[Ha)KMVITe CBOVICTBaJ e
TCF/IP is the pratocal you use to connect ta the Intemet and
wide-area networks.

TCP/IP Properties HE
Bindngs | Advanced | MemiDs |

DINS Configuration | Gateway | wiNS Configuration 1P Address
Bbi6epuTe Mcnonb3oBath
An IP addiess can be automatically assigned to this computer.

cneAyIOLI.I.I/I n IP a,l:l.pec IF pour netwark does not sutomatically assign IP addresses, ask.
your network administrator for an address, and then type it in
the space below.

Beegute IP agpec u macky noacetu
(IP agppec pomkeH HaxoguUTbCHA B TOM Xe

" Dbtairi an IP address automatically

" Specify an P address:

AnanasoHe aapecoB — NOACETN — -
uTo 1 agpec DWL-2100AP. IP agpec DWL- Lk
2100AP 192.168.0.50. MoxHo nonpo6osaTtb Subret Mask:
Ha3HaunTb agpec 192.168.0.52 Bawemy

KkoMmnbioTepy. O6patute BHUMaHWeE, 4YTO
OBYX oguHakoBblx IP agpecoB B ogHONM ceTu
ObITb HE JOMKHO HasHaybTe Macky noaceTtu

255.255.255.0. ) ) o ) coee

(1~ )
l Haxmute OK |
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Onsa nonb3oBaTtenen Apple Macintosh OS X:

Cnepywnte Ha Apple MeHio , HaXXmMuTe
CeTb 1 BblbepuTe CBoMCTBa CUCTEMbI

‘80 Network =3
w =y I
ShowAll | Displays Sound Network Startup Disk
BblsepMTe BchoeHHblﬁ Location: | Automatic K
Ethernet B BbINagalOLLEeM | uilt-in Ethernet [2))
menio Bua =
B lanually using outer
Configure  Using DHCP )
Using BootP
Ji Servers (Optional)
P Address:
Subnet Mask:
BbibepuTe 3agaTth Bpy4HYyH Search Domains __(aptional
B BLINaAaloLLeM MEHIO =
- DHCP Client ID:
HachOMKa = (Optional)
Example: apple.com, earthlink.net
Ethernet Address:
@ Click the lock to prevent further changes. *_Apply Now
Beeaute IP agpec 1 macky 80 Metwark =)
nopceTu (IP agpec pormkeH [le] - =
HaXO.D‘VITbCﬂ B TOM e .qVIaI'Ia3OHe Show All Displays Sound Network Startup Disk
aﬂpeCOB _ nO,D.CGTVl —yTo U Location: | Automatic '3
a,D,peC DWL_21OOAP IP a,D,peC Show: | Built-in Ethernet '3
DWL-2100AP 192.168.0.50. [TcPfipY prpok | AppleTalk | Proxies |
Mo>kHO nonpo6oBaTh HasHauMTbL TR L =
a,qpeC 1921 68051 BaLueMy Domain Name Servers (Optional)
KOMMNbHOTEPY. OGpaTVITe IP Address: |192.168.0.51
BHMMaHMe, 4yTo HByX OAMHaKOBbIX Subnet Mask: 255.255.255.0
IP appecoB B oaHol ceTu BbITb wouter || SearchDomains _ (ptona)
He OOMKHO HasHayste macky
nogcetn 255.255.255.0. )
Ethernet Address: 00:03:93:79:de:5a Framele: apple.con, evthink.oet
@) Click the lack to prevent further changes.
Haxmure = S———
MpumMmeHUTH
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TexHU4YeckKasi nogaepxKa

OGHOBNEHMSA NPOrpaMMHOro obecneyeHns U JOKyMeHTaLus
[oCTyMHbl Ha NHTepHeT-cante D-Link.

D-Link npegocTtaBnsieT 6ecnnatHyto NOOAEPXKKY AN KITMEHTOB
B TE4YEHUE rapaHTUMHOIO CPoKa.

KnueHTbl MOryT 06patnuTbCcs B rpynny TEXHNYECKON NOAAEPXKKM
D-Link no TenedoHy unu 4yepes NHTepHeT.

TexHuyeckaa nopgaepxka D-Link:
+7(495) 744-00-99

TexHuyeckas nopaepxkka Yepes UHTepHeT
http://lwww.dlink.ru
e-mail: support@dlink.ru

D-Link

Building Networks for People
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Guia rapida de instalacion
Puede configurar este DWL'21 OOAP

producto utilizando cualquier
navegador de Web como D-Link AirPlus XtremeG™
802.11g/108Mbps

Internet Explorer 6.0 o
Netscape Navigator 7 7 § Punto de acceso inalambrico

Antes de empezar

Para configurar el DWL-2100AP, se recomienda usar un ordenador (con un adaptador
Ethernet) que esté conectado a un conmutador. La direccién IP por defecto para el
DWL-2100AP es 192.168.0.50 con una mascara de subred de 255.255.255.0. Sera
necesario asignar al ordenador una direccion IP estatica del mismo rango que la direccion
IP del DWL-2100AP para llevar a cabo la configvuracion del DWL-2100AP. Véase el
Apéndice si se necesita mas informacion sobre la asignacion de la direcciéon IP
estatica para el adaptador de red.

Comprobacién del contenido del paquete

802.11g/108Mbps Punto de acceso
inalambrico DWL-2100AP

CD-ROM (con manual y garantia)

Cable Ethernet (CAT5 UTP)

Si utilizara una fuente
de alimentacién con
Adaptador de corriente distinto voltaje podria dafar
5V 2.0A CC este producto e invalidar su
garantia.

Si no tuviera alguno de los componentes mencionados, contacte con el punto de venta.

©2004, 2005 D-Link Systems, Inc. Todos los derechos reservados. Todas las marcas o marcas registradas
pertenecen a sus propietarios respectivos. El software y el contenido estan sujetos a cambios sin previo aviso.
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Conexion del punto de acceso
inalambrico DWL-2100AP a la red

Primero, conectar al adaptador de alimentacion al receptor situado en el panel
trasero del DWL-2100AP, y después conectar el otro extremo del adaptador de
alimentacién en una base de pared o regleta de alimentacion. EI LED de Power
se pondra ON para indicar que la operacién ha sido correcta.

Introducir un extremo del cable en el puerto Ethernet del panel trasero del
DWL-2100AP, y el otro extremo del cable en un router Ethernet de banda ancha
(p.€j., D-Link DI-604) o conmutador (p.€j., D-Link DES-1005D). Nota: También se puede
conectar el DWL-2100AP directamente al ordenador que se vaya a usar

para la configuracion. El LED de Link se iluminara para indicar que la conexion
Ethernet es correcta. (Nota: Los puertos LAN del DWL-2100AP son Auto-MDI/

MDIX. Por tanto puede usar tanto un cable de configuracion plana o cruzada)

El adaptador cardbus inalambrico DWL-G650 AirPlus Xtreme G y el adaptador PCI
inalambrico DWL-G520 AirPlus Xtreme G se conectaran directamente con el
DWL-2100AP, usando sus parametros inalambricos por defecto. Los ordenadores con
adaptadores inalambricos 802.11b/g también pueden conectarse al DWL-2100AP.

C. Antenas

Se utilizan para la
conexion inalambrica
de los adaptadores
802.11b/g.

B. PUERTO LAN 1 para
conectar el punto de
acceso a un conmutador
de la red local con un
cable Ethernet.

-
-
-
-
-
-
Boton Reset A. Receptor para el
Al apretar este botén se adaptador de corriente.

restauran los parametros por
defecto del punto de acceso.
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Cuando haya completado

los pasos de esta Guia de
instalacion rapida, su red
deberia presentar un aspecto
semejante a este:

Cable/DSL Modem

MgzlogAP
W

(Witeless Distribution System)

— Router or Switch

DWL-2100AP

2.4GHz Wireless Access Point

SNMP Management Software

Computer 1
Desktop PC or Laptop
(Wireless Adapter Required)

Computer 2
Desktop PC or Laptop
(Wireless Adapter Required)

Uso del Asistente de Configuracién

2 DWL-2100AP - Microsoft Internet

Abra su navegador File Edit ‘Yiew Favortes Tools  Hel
de Web y teclee = ; s
“http://192.168.0.50” en la Qe - © - [d A &

barra de direcciones URL.

A continuacion, pulse la  f——+=s=={ |&] http:jj152.168.0.50; )

tecla Intro o Retorno.

Aparecera la pantalla de
conexion.

D2 100AF

Teclee “admin” en

el campo de usuario User name: _' L l v|
y deje el campo de la
contrasefia en blanco. Password: —' |

[ Iremamber my password

[Haga clic en OK} [ ok I cancel |
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Asistente de instalaciéon (continuacion)

Una vez se D-Link —AirPlus G-
haya conectado, High-Speed 2.4GHz Wireless Access Point
aparecera la e L0 Advanced  Tools Status Help

Setup Wizard

pantalla de Inicio.

The DWL-2100AP is a Wireless Access Point. The setup wizard will guide you
through the configuration of the DWL-2100AP .The DWL-2100AP 's easy setup will
allow you to have wireless access within minutes. Please follow the setup wizard
step by step to configure the DWL-2100AP .

Haga clic en -

. [Funwimra ]
Run Wizard

Help

2 DWL-2100AP - Microsoft Internet Explorer

DiLink

[t e—rh

Apareceran las siguientes

pantallas
Welcome to the DWL-2100AP Setup Wizard. The Wizard will guide
you through these six guick steps. Begin by clicking on Next,

Step 1. Set your new password

Step 2. Set the 3510 and Channel (802.11g)

Step 3. Set Encryption (802.11g)

Step 4. Restart

[Haga clic en Next} O @
Next) Exit
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Asistente de instalacién (continuacion)

Paso 1 — Introduccion 3 DWL-2100AP - Microsoft Internet Explorer
de la nueva contrasefa. i =2100AB Setup Wizard
Tiene la opcion de crear Set Password
una contrasena.

You may change the password by entering in a new password. Click
Next to continue

Password lnn.

“erify Password |senee |
f 1
Haga clic en NextJ
.PaS’O 2- ponflguracmn 2 DWL-2100AP - Microsoft Internet Explorer
inalambrica DIk
La configuracién inalambrica
por defecto es la siguiente: Set Wireless LAN 802.11g Connection
SSID = dlink :
_ Enter in the 3210 name and Channel number to be used far the
Channel = 6 Wireless LAN 802 11gConnection. Click Next to continue.
Puede camt_)lar_ estos valores S dink |
para que coincidan con la
configuracion de una red Channel| 6 v

inalambrica existente.

[Haga clic en Next}
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Asistente de instalacién (continuacion)

Paso 3 - Encryption
El DWL-2100AP dispone de | - =21004
dos niveles de encriptacion WEP Encryptlon for 802119

inaldmbrica: 64-bit y 128-bit. "
. .. you wish to use encrption,enable it here and enter the encryption Key
Por defecto, la encriptacion “alues. Click Next to continue

esta desactivada. Puede WEP: & Disabled O Enabled
cambiar los parametros de
encriptaciéon para que la
comunicacion inalambrica sea First Ky |~ |

mas segura.
@0

Key Size B 128 152

[Haga clicen Next}

jLa instalacién ha sido completadal!

Setup Completed

The Setup Wizard has completed. Click Back to modify previous
settings. Click Restart to save the current settings and reboot the
DWL-2100AF

<
BackiRestart) Exit

[Haga clic en Restart}
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2 DWL-2100AP - Microsoft Internet Explorer |Z|

Saving Changes and Restarting.

[Haga clic en Close] :)

Volvera a la ventana de Inicio.

[Haga clic en El]

2 DWL-2100AP - Microsoft Internet Explorer
File Edt Wiew Favorites Tools Help

=

G- - © HEad O search S Favortes @ vedie ) 2 :; =
Adrass | @] http: /192 168.0.50ihkmlWireless. htmi7 L

D-Link

Bullding Networks for People

- ER

3

_—-Alir',l:'E lus G-

High-Speed 2.4GHz Wireless Access Point

DWL-2 100AP
| (1 Advanced  Tools Status Help
“ Wireless Settings
Wireless Band IEEEB02.11g
S3ID Broadeast [Enable ¥
Channel
Radio Frequency 2

9 00

Apply Cancel Help

@] Done @ Interner

"7 start €6 R = Kangur & untitled - Pant . PE1
Para obtener mas informacién sobre la configuracion o informacion general, consulte
las fichas Advanced, Tools, o Status de la interfaz de gestion de red, o en el manual

que se encuentra en el CD-ROM.
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Apéndice

Asignar una direccion IP estatica en Windows

Para asignar una direccion IP estética al portatil u ordenador de sobremesa que se
esté usando para configurar el DWL-2100AP, debe realizarse lo siguiente:

Ir a Start > Hacer doble click en Control Panel -4 Wireless Network Connection 3 Properties

> Doble clic en Network Connections > Hacer || Generdl | wirsless Networks | Authenication | Advanced|
clic con el botén de la derecha en Local Area Eotbed g
Connections > Hacer clic en Properties. i';ﬁﬂnkgirmmsnNmmsséémmsmamer ‘

Thiz connection uses the following items:

gclienl fior Microsoft Metwarks
[ File and Printer Sharing for Microsoft Metworks
=005 Py E

Seleccionar Internet Protocol (TCP/IP).]—

Install... | Froperties '
F - 1 [l=cmrintion
Hacer clic en Properties. i
[ p J Transmisgion Contral Protocoldlnternet Protocol. The default

wide area netwark pratocol that provides communication
across diverse interconnected networks,

Shaw icon in notification area when connected

Internet Protocol (TCP/IP) Properties

Seleccionar Use the following IP
address en la ventana de Internet
PrO'[OCO| (TCP/'P) PI’OpertIeS “ou can get [P settings assigned autamatically if vour network supparts

this capability. Othenwise, you need to ask your network. administrator for
the appropriate |P settings.

General

(" Obtain an 1P address automatically

Introducir la direccion IP y la mascara de L(® U e oloin I aciess)

subred. (La direccion IP Address debe ser 1P adress R

del mismo rango que el DWL-2100AP. Subnet mask =

La direccion IP del DWL-2100AP es Defaut galeway: r\ ]
192.168.0.50. Puede asignarsele RO e e

192168051 al Ordenador DOS () Use the follawing DNS server addresses:

ordenadores no pueden tener la misma Prefered DNS server: |
direccion IP. Asignar una mascara de Aleinate DNS server L. - - |
subred de 255.255.255.0.) e

[Hacer clic en OK] )
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Para usuarios de Windows 2000:
o v Comnection 5 properties———STEY]

General | Shating |

Ir a Start > Settings > Network and Dial-up
Connections > Hacer doble clic en la Local Area

Connect using

Connection asociada con el adaptador de red 1 B9 DLk ArPs xreme G DWL-Ges0
instalado en el sistema > Seleccionar Properties. .
Components checked are used by this connection:
B File and Printer Sharing for Microsoft Networks -]

| »
[Seleccionar Internet Protocol (TCP/IP). Instal.. i (" Prapenies )

i~ Description

Transmission Control Protocal/lntemet Protocol. The difault
wide area network protocol that provides communicati
1 acrnss diverse interconnected networks

J

[Hacer clic en Properties.

™ Showican in taskbar when connected

0K Cancel

2%
General |
[Seleccionar Use the following IP address :Y:Wpﬁp\iji"nlt;"{gﬁddf”’iy“””twktﬁm"f‘?i
" _Obtain an P addiess automatically

Introducir la direccién IP y la mascara de e e
subred. (La direccion IP Address debe ser e [25 25 2% 0
del mismo rango que el DWL-2100AP. Defont geloway r [ 160 T
La direccion IP del DWL-2100AP es Oy DN s b Azl
192.168.0.50. Puede asignarsele " Usethe folbuing DNS server acressess —————————
192.168.0.52 al ordenador. Dos N e
ordenadores no pueden tener la misma
direccién IP. Asignar una mascara de Advanced
subred de 255.255.255.0.) = ——

[Hacer clic en OK}
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Para usuarios Windows Me y 98se:

Hacer clic en Internet Protocol (TCP/IP).
Is a Start > Settings > Control Panel >

Hacer doble clic en la Local Area Connection [Network 711
asociada con el adaptador de red instalado en Corfiguation | dentiiseton | Access Cortiol]
el sistema > Seleccionar Properties. e S G

I3 D-Link AitPro D'/ L-ABS20 Mulimods \Wirsless PCI Adaplt;l
I3 D-Link DFE-530T+ PCl Adapter

13 D-Link DFE-530Tx+ PCl &dapter J
DEERa0T B

[Seleccionar Internet Protocol (TCP/IP). | voe (e )
Primary Network Logan:
| Client far Microsalt Networks =l
] File and Print Sharing..
[Hacer clic en Properties. e
J TCRAR is the protocal you use to connect ta the Internet and

wide-area networks.

Cancel
TCP/IP Properties HE
Bindngs | Advanced | MemiDs |
DINS Configuration | Gateway | wiNS Configuration 1P Address
[Seleccionar Specify IP Address ]_ e el o e
your network administrator for an address, and then type it in
the space below.
Introducir la direccion IP y la mascara de T S
subred. (La direccion IP Address debe ser & Speaity an [P addess:
. R e —
del mismo rango que el DWL-2100AP. e
La direccion IP del DWL-2100AP es
192.168.0.50. Puede asignarsele o R

192.168.0.52 al ordenador. Dos
ordenadores no pueden tener la misma
direccién IP. Asignar una mascara de
subred de 255.255.255.0.)

' Ok ' Cancel

[Hacer clic en OK}
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Para Apple Macintosh OS X:

Ir al menu Apple, hacer click en
Network y seleccionar System

Preferences.
‘80 Network =3
w = H @ =
ShowAll | Displays Sound Network Startup Disk
Se|ecci0nar Built in Location: | Automatic 'y
Ethernet en el men( |=—gissse{_suilt-in Ethernet 1+9)
desplegable Show. —
B lanually using outer
Configure  Using DHCP )
Using BootP = =
Ji ervers (Optional)
P Address:
. Subnet Mask:
SeIeCCIon?r Manua"y Riiter Search Domains (Optional)
en el menu desplegable
Configuration. B
Example: apple.com, earthlink.net
Ethernet Address:
@ Click the lock to prevent further changes. *_Apply Now
‘80 Network =3
“ =@ 2
N " - Show All Dtspla;i Sound Network Startup Disk
Introducir la direccion IP y la :
. . . Location: | Automatic =
mascara de subred. (La direccion =
a ow: uilt-in Ethernet i
IP Address debe ser del mismo =
[rerieY pepot | fes |
rango que el DWL'21OOAP PPPoE | AppleTalk \f Proxies
La direccion IP del DWL-2100AP Configure: | Manually D
es 192.168.0.50 Puede Domain Name Servers (Optional)
asignarsele 192.168.0.51 al SIS 192.168.0.51
ordenador. Dos ordenadores Subnet Mask: |255.255.255.0
no pueden tener la misma Routes [ ] SearchDomains  (@priona)
direccion IP. Asignar una
mascara de subred de e ——
255.255.255.0.) Ethernet Address: 00:03:93:79:de:5a S
(@) Click the lock to prevent further changes.

Hacer clic en

Apply Now.
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SOPORTE TECNICO

Usted puede encontrar actualizaciones de softwares o firmwares y
documentacién para usuarios a través de nuestro sitio www.dlinkla.com

SOPORTE TECNICO PARA USUARIOS EN LATINO AMERICA

Soporte técnico a través de los siguientes teléfonos de D-Link

PAIS NUMERO HORARIO

Argentina 0800 - 12235465 Lunes a Viernes 08:00am a 21:00pm
Chile 800 - 835465 6 (02) 5941520 | Lunes a Viernes 08:00am a 21:00pm
Colombia 01800 - 9525465 Lunes a Viernes 06:00am a 19:00pm
Costa Rica 0800 - 0521478 Lunes a Viernes 05:00am a 18:00pm
Ecuador 1800 - 035465 Lunes a Viernes 06:00am a 19:00pm
El Salvador 800 - 6335 Lunes a Viernes 05:00am a 18:00pm
Guatemala 1800 - 8350255 Lunes a Viernes 05:00am a 18:00pm
México 01800 - 1233201 Lunes a Viernes 06:00am a 19:00pm
Panama 011 008000525465 Lunes a Viernes 05:00am a 18:00pm
Peru 0800 - 00968 Lunes a Viernes 06:00am a 19:00pm
Republica Dominicana | 18887515478 Lunes a Viernes 05:00am a 18:00pm
Venezuela 0800 - 1005767 Lunes a Viernes 06:30am a 19:30pm

Soporte Técnico de D-Link a través de Internet
www.dlinkla.com
e-mail: soporte@dlinkla.com & consultas@dlinkla.com

D-Link

Building Networks for People
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Guia de Instalacao rapida
DWL-2100AP

Ponto de acesso sem fios

Este produto pode ser
configurado utilizando
um web browser normal,

802.11g/108Mbps
p-ex., Internet Explorer 6 ou .
; AirPlus XtremeG™
N N 2.3.
etscape Navigator 6.2.3 da D-Link

Antes de comecar

E melhor utilizar um computador (com um adaptador Ethernet) que esteja ligado a
um comutador para configurar o DWL-2100AP. O enderego IP pré-definido para o
DWL-2100AP é 192.168.0.50 com uma Méscara de subrede de 255.255.255.0. Vai
ter de atribuir ao seu computador um endereco IP estatico com o mesmo intervalo do
endereco IP do DWL-2100AP com o objectivo de configurar o DWL-2100AP. Consulte
o Anexo se necessitar de assisténcia na atribuicdo de um enderego IP estatico
para o seu adaptador de rede.

Verificar o conteudo do pacote

Ponto de acesso sem fios
802.11g/108Mbps DWL-2100AP

CD-ROM
(que contém o Manual e a Garantia)

Cabo Ethernet (CAT5 UTP)

Adaptador de corrente
CC 5V 2.0A & A utilizagéo de uma fonte
de alimentacdo com uma
tens&o nominal diferente vai
danificar o produto e anular a
garantia deste produto.

Se algum dos itens mencionados estiver em falta, entre em
contacto com o seu.

©2004, 2005 D-Link Corporation. Todos os direitos reservados. As marcas comerciais ou as marcas comerciais registadas sao propriedade
dos respectivos proprietarios. O software e as especificagdes estdo sujeitos a alteragdes sem aviso prévio.
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Ligar o ponto de acesso sem fios
DWL-2100AP a sua rede

A. Em primeiro lugar ligue o adaptador de corrente ao receptor no painel traseiro do

B.

C.

DWL-2100AP e, em seguida, ligue a outra extremidade do adaptador de corrente a
tomada de parede ou ao cabo de alimentagdo. O LED de corrente vai ACENDER-SE
para indicar um funcionamento correcto.

Coloque uma extremidade do cabo na porta Ethernet no painel traseiro do
DWL-2100AP e a outra extremidade do cabo num Router de banda larga Ethernet
(p.ex., D-Link DI-604) ou num Comutador (p.ex., D-Link DES-1005D). Nota: Tem
também a opgéo de ligar o DWL-2100AP directamente ao computador que sera
utilizado para a configuragdo. A luz do LED de ligag&o vai acender-se para indicar uma
ligagao Ethernet correcta. (Nota: A porta Ethernet no DWL-2100AP é Auto-MDI/MDIX.
O que significa que pode utilizar um cabo Ethernet de passagem integral ou de ligagéo
para ligar a porta Ethernet no DWL-2100AP.)

O adaptador Cardbus sem fios AirPlus Xtreme G DWL-G650 e o adaptador PCI sem
fios AirPlus Xtreme G DWL-G520 véo ligar-se, fora da caixa , ao DWL-2100AP,
utilizando as suas definicdes sem fios pré-definidas. Os computadores com
adaptadores sem fios 802.11b/g também podem ser ligados ao DWL-2100AP.

C. Antenas Utilizadas para
fazer ligagdes sem fios a
adaptadores 802.11b/g.

B.PORTALAN paraligar
o ponto de acesso a um
comutador da rede local
com um cabo ethernet.

Bot3o Reiniciar A. Receptor para o
Ao premir este bot&o esta a restaurar Adaptador de corrente.

o Ponto de acesso para as suas
pré-definicdes de fabrica originais.
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Quando tiver concluido
os passos deste Guia de
instalagdo rapida, a sua
rede conectada deve ter
um aspecto semelhante
a este:

Cable/DSL Modem

Ffayxm;z.wsyy’
w

(Wireless Distributi

— Router or Switch

DWL-2100AP

2.46Hz Wireless Access Point System)

SNMP Management Software

Computer 1
Desktop PC or Laptop
(Wireless Adapter Required)

Computer 2
Desktop PC or Laptop
(Wireless Adapter Required)

Utilizar o Assistente de configuragao

Abra o seu Web
browser e digite
“http://192.168.0.50” na
caixa do enderegco URL.
Em seguida prima a tecla
Enter ou Return.

2 DWL-2100AP - Microsoft Internet
Edit

File Wiew  Favorites  Tools  Hel

© RE
_‘“‘df"@‘{i@ http://192.168.0.50 |

O

Vai aparecer o ecra de
inicio de sesséo.

Digite “admin” para

Connect to 192.168.0.50

o nome de utilizador
e deixe o campo da
palavra-passe em
branco.

DWW L21004P
Lser name: _' | % I v|
Password: _' |
[ Iremamber my password
L Ok J [ Cancel J

l Clique em OK=
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Utilizar o Assistente de configuragao
(continuacao)

Quando tiver iniciado [REttLs AR RIS
= H High-Speed 2.4GHz Wireless Access Point
asessdo vai aparecer . zion - rrw——— -
~ ome vance: ools atus Help
o ecra Home. A ¥ e
The DWL-2100AP is a Wireless Access Point. The setup wizard will guide you
through the configuration of the DWL-2100AP .The DWL-2100AP 's easy setup will
allow you to have wireless access within minutes. Please follow the setup wizard
W step by step to configure the DWL-2100AP .
. LAN
Clique em Run
Wizard (Executar o
assistente) Hoip

Vai visualizar os seguintes
ecras:

Welcome to the DWL-2100AP Setup Wizard. The Wizard will guide
you through these six guick steps. Begin by clicking on Next,

Step 1. Set your new password

Step 2. Set the 3510 and Channel (802.11g)
Step 3. Set Encryption (802.11g)

Step 4. Restart

Clique em O @

Next (Seguinte) Next] Exit
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Utilizar o Assistente de configuracao

(continuagao)

Passo 1 - Definir a sua nova
palavra-passe. Tem a opgao
de estabelecer uma palavra-
passe.

Clique em

2 DWL-2100AP - Microsoft Internet Explorer

Set Password

You may change the password by entering in a new password. Click
Next to continue

Password Inn. |
“erify Password |senee |

Next (Seguinte)

Passo 2 -
Configuragao sem fios

As pré-definigbes sem fios sdo:

SSID = dlink

Canal =6

Pode alterar estas definigdes

de forma a corresponderem a
uma rede sem fios existente.

Clique em

2 DWL-2100AP - Microsoft Internet Explorer

DWi=21008 :5]-:],«“  WiZard
Set Wireless LAN 802.11g Connection

Enter in the 351D name and Channel number to be used for the
Wireless LAN 802 11gConnection. Click Next to continue.

251D dlink

Chammel 6 %

Next (Seguinte)
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Utilizar o Assistente de configuragao
(continuagao)

3 DWL-2100AP - Microsoft Internet Explorer

Passo 3 - Encriptacao

O DWL-2100AP tem a capacidade
de ter dois niveis de encriptagdo
sem fios de 64 bits e 128 bits.
Por pré-definigao a encriptagao
esta desactivada. Pode alterar
as definicdes de encriptagédo
para obter comunica¢des sem
fios mais seguras.

Clique em

WEP Encryptlon for 802 11g

If you wish to use encrption,enable it here and enter the encryption Key
“alues.Click Next to continue

WEP: © Disabled O Enahbled

Key Size B 128 152

First ey I ‘

@O

Next) Exit

Next (Seguinte)

A sua configuragao esta concluida!

Clique em

Setup COmpIeted

The Setup Wizard has completed. Click Back to modify previous
settings. Click Restart to save the current settings and reboot the
DWL-2100AF

<
BackiRestart) Exit

Restart (Reiniciar)
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2 DWL-2100AP

Saving Changes and Restarting.

Clique em : '

Close (Fechar)

- Microsoft Internet Explorer |Z|

Vai voltar para o separador Home.

[Clique para Exit (Sair) iﬁ

A DWL-2100AP - Microsoft Internet Explorer

Fle Edt View Favores Tooks Hel

Qo - @ - [x] B (b O Forsons @ress € (2 12 5

8-

D-Link :zelizr-,l:-,LE lus G-

Address | &) hutps /{192, 168,0.50/hkmlfWireless, htmiz L

Burilding Networks for People
High-Speed 2.4GHz Wireless Access Point

DWL-2100AP
|

Home Advanced  Tools Status Help

Wireless Settings

I Wizard Wireless Band
S3ID
_
—
LAN

SSID Broadeast
Radio Frequency 24
immend 000

Apply Cancel Help

Links ™

&) Dore @ Inkernet

= Kanguru (G:) § Pant >

Para obter definicbes adicionais ou informacdes, consulte os separadores Advance
(Avangado), Tools (Ferramentas), ou Status (Estado) na interface de gestéo da

web; ou consulte o0 manual que esta no CD-ROM.
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Anexo

Atribuir um endereco IP estatico no Windows
Para atribuir um endereco IP estatico para o portatil ou PC que esta a utilizar para
configurar o DWL-2100AP, execute os seguintes passos:

Va a Start (Iniciar)> faga dUp|0 -4 Wireless Network Connection 3 Properties
cliqgue em Control Panel (Painel
de controlo)> faga duplo clique em
Network Connections (Ligacdes de
rede)> clique com o botao direito do rato
em Local Area Connections (Ligagées
de érea |Oca|)> Cllque em Properties | This connection uses the following items:

- gclienl fior Microsoft Metwarks
(Proprledades) vl ngle and Printer Sharing for Microsoft Network s
] e et

| General ‘Wireless Metworks ;-Authenlical-i;:lﬂ“:;‘Advanced-

Connect uging:

| I BB D-Link Air DWL-B50 Wireless Cardbus Adapter ‘

Seleccione Internet Protocol | o1
(TCP/IP) (Protocolo Internet)

o)
Clique em Properties Lesetinciny

. Transmisgion Contral Protocoldlnternet Protocol. The default
(P ropri eda des) wide area network protocol that provides communication

across diverse interconnected networks,

Shaw icon in notification area when connected

SeIeCCione Use the fOIIOWing IP address Internet Protocol (TCP/IP) Properties
(Utilizar o seguinte endereco IP) no
Protocolo Internet (TCP/IP) na janela z :

. X ‘ou can get |P settings assigned automatically if waur netwaork supparts
Propertles (PrOprledadeS) this capability. Othenwise, you need to ask your network. administrator for

the appropriate |P settings.

General I

(" Obtain an 1P address automatically

Introduza o enderego IP e a mascara (@ s the ollwing IP aciess: )

de subrede. (O enderego IP tem de ter o IP address R
mesmo intervalo que o DWL-2100AP. O Subret mack | 5505525 0 |
enderego IP do DWL-2100AP ¢é 192.168.0.50. Defauk gatenay: r e
Pode atribuir o enderego 192.168.0.51

ao seu computador. E impossivel que () Use the follawing DNS server addresses

dois computadores tenham o mesmo Prefen=d DS server L 1
enderego IP. Atribua uma mascara de ke b s [ . - |

subrede de 255.255.255.0.)

l Clique em OKl Co ) o )
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Para OS utilizadores do windows 2000:

V4 a Start (Iniciar)> Settings (Definigdes)> oca rca Comection s roperties 2l
Network and Dial-up Connections (Ligagoes + General | Spaing |

de rede e de telefone) > faca duplo clique |

na Local Area Connection (Ligagdo de L T

area local) associada ao adaptador de ’

Companents checked are used by this connectior:

rede instalado no seu sistema> seleccione
Properties (Propriedades)

B File and Printer Sharing for Microsoft Networks -]

| »

Clique em Internet Protocol Ingtl.. (=)
(TCP/IP) (Protocolo Internet) - Deseripton
Transmission Control Protocal/lntemet Protocol. The difault

wide area network protocol that provides communicati
acrnss diverse interconnected networks

Clique em Properties
. ™ Show icon in taskbar when connected
(Propriedades)

0K Cancel

Internet Protocol {TCP,/IP) Properties E 2lx|

General |

Seleccione Use the following
IP address (Utilizar o seguinte ;

‘ou can get [P settings assigned automatically if your network supports
e nderego |P) this capahilty. Othamise, you need to ask pour netwark adrinistrator for

the appropriate IP settings.

~_Dbtain an IP address automaticaly

Introduza o endereco IP e a mascara Sb=t kR

IP address; |192 168. 0 . 52
de subrede. (O endereco IP tem de ter o Kbl ion [r—
mesmo intervalo que o DWL-2100AP. O i et r [ s 0 1

endereco |P do DWL-2100AP é 192.168.0.50.

£ (iein DNE Sever address sutomafically

Pode atribuir o enderego 192.168.0.52 ao o (bowing DS e ket

seu computador. E impossivel que dois RECHe ONEereen i
computadores tenham o mesmo enderego A

IP. Atribua uma mascara de subrede de TR
255.255.255.0.)

oK Cancel

' Clique em OK=
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Para os utilizadores do Windows Me e 98se:

Clique em Internet Protocol (Protocolo
Internet) (TCP/IP) va a Start (Iniciar)> Settings
(Definicdoes)> Control Panel (Painel de
controlo)> Faga duplo clique na Local Area
Connection (Ligacdo de area local) associada
ao adaptador de rede instalado no seu sistema
> seleccione Properties (Propriedades)

(TCPIIP) (Protocolo Internet)

Clique em Internet Protocol 4|_ N )

—_—
[2]x]

Network

Configuiation | | denification | Access Cantrol

The following netwark components are installed:

I3 D Link AirPro DwL-AB520 Multimods 'wWitsless PCI Adaplt;l

I3 D-Link DFE-530T+ PCl Adapter

13 D-Link DFE-530Tx+ PCl &dapter J
ik DEEEa0Ty Py ad

AP - D-Link AirPlu

Primary Network Logor:
| Client far Microsalt Networks =l

File and Print Sharing...

Clique em Properties
(Propriedades)

Seleccione Specify IP Address

(Endereco IP especifico)

Introduza o endereco IP e a mascara de

subrede. (O endereco IP tem de ter o mesmo
intervalo que o DWL-2100AP. O endereco

TSI
TCP/IP i the protocol you use to connect to the Intemet and
wide-area netorks.

TCP/IP Properties HE
Bindngs | Advanced | MemiDs |

DINS Configuration | Gateway | wiNS Configuration 1P Address

An IP addiess can be automatically assigned to this computer.
It pour network does not automatically assign IP addresses, atk
your network administrator for an address, and then type it in
the space below.

" Dbtairi an IP address automatically

" Specify an P address:
—_——

IP do DWL-2100AP ¢é 192.168.0.50.
Pode atribuir o enderegco 192.168.0.52
ao seu computador. E impossivel que
dois computadores tenham o mesmo
enderego IP. Atribua uma mascara de
subrede de 255.255.255.0.)

1P Address: 192.168. 0 . 52
SubretMask: i 255.255.255. 10|

' Ok ' Cancel

' Clique em 0K=
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Para os utilizadores de Apple Macintosh OS X:

Va ao Menu Apple (Maga) Clique em
Network (Rede) e Seleccione System
Preferences (Preferéncias do sistema)

‘80 Network =3
w =A@ O
Show All | Displays Sound Newwork Starp Disk
Seleccione Built in Location: | Automatic vE]
Ethernet (Ethernet G e )

incorporada) no

menu pendente de :W
lanually using outer I

apresentacao Configure  Using DHCP

Using BootP

{i Servers (Opticnal}

IP Address:

Subnet Mask:

Seleccione Manually
(Manualmente) no

menu pendente de B

conﬁguragﬁo Example: apple.com, earthlink.net

Ethernet Address:

Router: =Search; e mains—— Updona:

@ Click the lock to prevent further changes. Apply Now
‘86c Network =3
] 2
Introduza o endereco IP e SHPREAI— iy s@d Nﬁk sla‘:%&}
a méscara de SUbrede' (O Location: | Automatic vE!
fenderego IP tem de ter o mesmo - =
intervalo que o DWL-2100AP. O PN o Y A Y e
” 0l pleTal roxies
endereco IP do DWL-2100AP é —
192.168.0.50. Pode atribuir o Configure: (Manualy  [#)
enderego 192168052 ao seu Domain Name Servers (Optional)
= 4 IP Address: 192.168.0.51
computador. E impossivel que
dois computadores tenham o SUMmECMRSiE 255 295 2550
mesmo enderego IP. Atribua Rouer: ] SearchDomains _ (ptons)
uma mascara de subrede de
255.255.255.0.)
Ethernet Address: 00:03:93:79:de:5a = :

e ——
R (&) Click the lock to prevent further changes. [ Apely Now
Clique em

Apply Now
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Suporte Técnico

Vocé pode encontrar atualizagdes de software e documentacéo
de usuario no site da D-Link Brasil.

A D-Link fornece suporte técnico gratuito para clientes no Brasil
durante o periodo de vigéncia da garantia deste produto.

Suporte Técnico para clientes no Brasil:

Horarios de atendimento:
Segunda a Sexta-feira, das 8:00h as 21:00h,
Sabado, das 8:00h as 20:00h

Website para suporte: www.dlink.com.br/suporte
e-mail: suporte@dlink.com.br
Telefones para contato:

Clientes de Séo Paulo: 2185-9301
Clientes das demais regides: 0800 70-24-104

D-Link

Building Networks for People
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&

DWL-2100AP

D-Link AirPlus XtremeG™
802.11g/108Mbps
EIZEME

] TR B R@E R AYweb BB 2R & 5E
b 0 40, Internet Explorer 6,
Netscape Navigator 6.2.3 B SRR ©

HfFTIE
RIFERHETIREREENE (B2 XMEEF) X EDWL-2100AP © DWL-2100AP
BFEERIPAIHE1 92.168.0.50 @ FHBRSE = 255.255.255.0  SXEDWL-2100AP » EAAEAS
SHBC—EEDWL-2100APEY IP{ 3L 1E R — EEERVEFRE Pt - AN T i BN A ERS AV
IEF O ECEFREIPALLL » A2 EAFERFM -

BESXANYM

B

DWL-2 100AP 802.11g/108Mbps EfFEME

RRESERAFM)

Z A MR 4R (53EUTP)

5V 2.0A DC,EER{itfER

FERAERRTETENE
BTSRRI EREE
EMTERESEERA -

B EEA—4EER - AR R -

©2004, 2005 hRHERTH © D-LinkBED-LinkiiE AR RHRAIEIE - EMEIMEIESRIREZARNE - RITFHELIERES R -
BARSITEM
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o 1¥DWL-2 100 AP R B ith & Ed 1 5 8 1%

A. B9 BERMESRL—IHFNDWL-2100APEAER FHERFLIEE » B—
A EIRIEE - EIRLEDISRIES » RAFIRIEIERE -

B. HEEERARAY—ImIEADWL-2100APIE IR LAY KIBREIR - B—iniG o KR
EHBREASS (40 0 D-Link DI-604 ) BY3Z#288 (40 » D-Link DES-1005D) © 3%
= B iR E R A ESIORIGEIEIEOWL-2100APERF ML E MBS E
1% o HBAELEDIESE + SREACKIEIRERFIERE o (JEE : DWL-2100APRILANIER
fEAuto-MDI/MDIXINAE o HFELERR - &R LUEH EIG e BT AGERE © )

C. DWL-GB50 AirPlus Xtreme G CardousZEEAFHEEEEHDWL-G520 AirPlus Xtreme G
PCIEAS AR £ 12 HMFEERIEN T HFas IR s T EDWL-2100AP:EE - #H

802.11bEAF M F A B S RJERDWL-2100APERE ©
C.Xig
R ESERE
802.11b#8EE+ B["'?‘NE
iE B KRS

EREEERZ R

ResetH 14 (A mEmmaiE )
PRSI 4 B RS
BUHBRRRE
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Cable/DSL Modem

FERkLE (HRRREFM)
FREVSERE - ATEIEERIE
EEARLL -

— Router or Switch

DWL-2100AP

2.4GHz Wireless Access Point

SNMP Management Software

Computer 1
Desktop PC or Laptop
(Wireless Adapter Required)

Computer 2
Desktop PC or Laptop
(Wireless Adapter Required)

4 DWL-2100AP - Microsoft Internet
File  Edit ‘iew Favorites Tools  Hel

Hﬂawebﬁgﬁ, e Back [ 3 '_i '-._ ¥
FEURLEEHHE RIS A v © K@

http://192.168.0.50 o |————+aaresd | &] hitp://152.168.0.50 |

$ZEnters o

Connect to 192.168.0.50
HIRE AGEHIRE © @ -8
F

EEREREPRA DWLZ1004P

“admin” ZREHRNL
E o User name: _' | % I v|
Password: _' ]

[ Iremamber my password

' BhBETE : { CE Cancel
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9 EEREET )

BSERTH 0 IR D-Link ARlus .

High-Speed 2.4GHz Wireless Access Point
BE ( Home ) °© DwL-2100AP

Home Advanced Tools Status Help

Setup Wizard

The DWL-2100AP is a Wireless Access Point. The setup wizard will guide you
through the configuration of the DWL-2100AP .The DWL-2100AP 's easy setup will
allow you to have wireless access within minutes. Please follow the setup wizard
step by step to configure the DWL-2100AP .

[%}jiﬁ Run Wizard

Help

Hjiﬁ.;ZD—FEE ° 24 DWL-2100AP - Microsoft Internet Explorer

DLink

[ emeig=hy

Welcome to the DWL-2100AP Setup Wizard. The Wizard will guide
you through these six guick steps. Begin by clicking on Next,
Step 1. Set your new password
Step 2. Set the 3510 and Channel (802.11g)
Step 3. Set Encryption (802.11g)
Step 4. Restart

1
' BhE Next; g
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9 EREREERE)

'{fﬁ 1- Set up your new A DWL-2100AP - Microsoft Internet Explorer
password (EXEHEH) - +2100AF
A] LGERE S — @S - Set Password

You may change the password by entering in a new password. Click
Next to continue

Password |nn.
“erify Password (esses |

S|D

Back] Exit

l B55& Next :

$EB2. Wireless Setup

(G E) ==ie
= BN = | |

TRRHRIRALIE R © Set Wireless LAN 802. 11g Connection

SSID = dlink

Channel = 6 Enter in the S5ID name and Channel number to be uged for the

Wireless LAN 802 11gConnection. Click Next to continue.

SSID: dlink

AL EUGE LR B L CTT—

LA IR BRVERARIERS - Chamel 8

' B558 Next !
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9 ERRLED

S B8 3- Encryption(Il&)

DWL-2100APHE i fER B AV IEAR
022 : 64 K128 o MNZZTEER
B2 - BETHESENE
EREGEE - BRI LLESM

SAs/L
BEIE ©

E(#E18)

2 DWL-21 DDAP Microsoft Internet Explnrer

WEP Encryptlon for 802 11g

If you wish to use encrption,enable it here and enter the encryption Key
“alues.Click Next to continue

WEP: © Disabled O Enahbled

Key Size B 128 152

First key |* ‘

@@

ck{Next) Exit

23 DWL-2100AP - Microsoft Internet Explorer

Setup COmpIeted

The Setup Wizard has completed. Click Back to modify previous
settings. Click Restart to save the current settings and reboot the
DWL-2100AF

l 2i® Restart :
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28 DWL-2100AP - Microsoft Internet Explorer

Saving Changes and Restarting.

!

Bhi&Close

iR [EHome i ZE; o

(= x| =)

2 DWL-2100AP - Microsoft Internet Explorer

File Edt Vew Favortes Tools Help

Q- ©  [X] B (0 O Frrooies @rese € 2 2 5

fddess | &) hitp: 1192, L68.0,50jbt | Wireless b1 v\ B |unks >
-
D-Link FARRlus -

Bulding Networks for People
High-Speed 2.4GHz Wireless Access Point

DWL-2100AP.
! Home Advanced  Tools Status Help
" - Wireless Settings
m Wireless Band

33D
S8ID Broadcast
Channel

Radio Frequeney

900

Apply Cancel Help

&) Dore ® Internet
2 7 7
» Start

Hthe% e ey EE - B2EEENE L AYAdvanced, ToolsElStatustZ %5 2% Y i Y
(ERFEM) -
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B} &%

TEWindowsH 3 ECLEFRE IP{i 11t

B Y EDWL-2100APRYEE SR BV E IS el 2 _E BV B HS /D BLaFRE IPALLE - SEETT FHIIE
fF:

-4 Wireless Network Connection 3 Properties

ﬁksﬁy‘h Eggn }7*! IE'EIJ >ﬁ§ ﬂg]ﬂgi_%,§> “Generd ‘W‘i;eﬂass‘ Metworks il Authenlicalion I Advanced |

7 BEER BERRAE-HME AR Fatnec e

i BB D-Link Air DWL-B50 Wireless Cardbus Adapter ‘

Thiz connection uses the following items:

gclienl fior Microsoft Metwarks
ngle and Printer Sharing for Microsoft Network s
] e et

$#42 Internet Protocol (TCP/IP)

]
%E % I*.l g I Dﬁcrint?nr!

Transmisgion Contral Protocoldlnternet Protocol. The default
wide area netwark pratocol that provides communication
across diverse interconnected networks,

| Shaw icon in notification area when connected

Internet Protocol (TCP/IP) Properties

General |

T:E I nternet PrOtOCO I (TCP/ I P) Propert = “ou can get [P settings assigned autamatically if vour network supparts
N this capability. Othenwise, you need to ask your network. administrator for
%E&E Eﬁi'F?UH’-]IPﬁ'HJt the appropriate [P settings.

(" Obtain an 1P address automatically
-( (@ Use the following IP addless:)

WA T REEE - (L PALA | | o e
EADWL-2100APRY IPfi it E R —&G B A o S s EENE
DWL-2100APHYIPZHEE : 192.168.0.50 o A] Detaonionst L= = |

BRSO EC192.168.0.51 A BASAIIPAL

() Use the follawing DNS server addresses:

iﬁTﬁE;ﬂBé*Eﬁ °© ﬁEEEI‘J¥ﬂ¥JE§ﬁEE . Prefenied DNS server: ‘i
255.255.255.0 ° ) Altenate DNS server . . .

)|

60



Windows 2000% ¥ FRIA A:

iE)\EEilm
R LRIHEFIERIRY (RIS

2 E >R RAER > SRR R KT

HE AR

3£1Z Internet Protocol (TCP/IP)

flLocal Area Connection 5 Propetties

General | Sharirg |

Connect using

20|

I D-Link AirPlus Xtreme G DWL-GB50

Companents checked are used by this connectior:

EFile and Printer Sharing for Microsoft Metworks

| »

Install... Uninztall

|‘ Properiies '

B

B B

i~ Description
Transmission Control Protocal/lntemet Protocol. The difault
wide area network protocol that provides communicati
acrnss diverse interconnected networks

[ B2 (EFTFAY Pt

|

™ Showican in taskbar when connected

0K Cancel

Internet Protocol {TCP,/IP) Properties 3

General |

“You can get P sedtings assianed automatically if wour network supports
this capabilty. Otemise. you need to ask pour network adivistator for

the appropriate IP settings.

~_Dbtain an IP address automaticaly

DWL-2100APHYJIPAZIERE :

255.255.255.0 © )

B A IPRIUEFN FHEREE S o (LbIPRzkaAZE
EADWL-2100APHY P it £ A —&EE R
192.168.0.50 © A]
HERSHBER192.168.0.52 © FNA BESHIIPAL
HREESSEAER - DECAY FRIRESE ¢

Use the following IP address:

IP address: |192 168. 0 . 62
Subnet mask: 265, 266 . 26 . 11

Default gateway:

r 192 168 . 0 1

£ (iein DNE Sever address sutomafically
~f* Use the following DNS server addiesses
Prefenizd DNS server:

Alternate OMNS server

-

———

Advanced

oK Cancel
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SCYNEH

Windows Me#198se Rt FRIFE :

E-1EH B> BRRLKERFE LA
HFHERARY RIEER-EE "R

ME AT

i#4Z Internet Protocol (TCP/IP) J

—
Network HE

Configuiation | | denification | Access Cantrol

The following netwark components are installed:

I3 D-Link AitPro D'/ L-ABS20 Mulimods \Wirsless PCI Adaplt;l
I3 D-Link DFE-530T+ PCl Adapter

13 D-Link DFE-530Tx+ PCl &dapter J
ik DEEEa0Ty Py ad
AP - D-Link AirPlu

Add... | Femove I Properties | '

Primary Network Logor:
| Client far Microsalt Networks =l

File and Print Sharing...

[fg& ER TN IPAThE

TSI
TCP/IP i the protocol you use to connect to the Intemet and
wide-area netorks.

Cancel

TCP/IP Properties [ 7]x]

]—

Bindngs | Advanced | MemiDs |
DINS Configuration | Gateway | wiNS Configuration 1P Address

An IP addiess can be automatically assigned to this computer.
It pour network does not automatically assign IP addresses, atk
your network administrator for an address, and then type it in
the space below.

" Dbtairi an IP address automatically

B A IPALUEFN FHHEEE E o (LbIPAIIbAZE
EADWL-2100APRIIPfz £ R —&EE A ©
DWL-2100APHYIP{iZEEE : 192.168.0.50 © A
S ERSOHEC192.168.0.52 © A BESHIIP(I
HWTEESS 2R - AR FREESE :
255.255.255.0 © )

_(7('_ Specify an IP address:

P —

1P Address: 192.168. 0 . 52
SubretMask: i 255.255.255. 10|

RhE FEE

' Ok ' Cancel
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Apple Macintosh OS X FHA :

SEAAppleINBER @+ BEEENetwork °
3#1ESystem Preferences

‘860C Network =

« WA 3

Show All | Displays Sound Network Startup Disk

1EShow FHuINEER T —
EP&E Built in Ethernet { suilt-in Ethernet 1#9)

Manually
Manually using DHCP Router
Configure  Using DHCP )
Using BootP

lame Servers (Optional)

IP Address:

Subnet Mask:

TEConfiguration
e e el
THIINRERAPEE DHCP Client ID:

Manually (Optional)

Ethernet Address:

Router: =Search; e mains—— Updona:

Example: apple.com, earthlink.net

@ Click the lock to prevent further changes. { Apply Now

L

‘80C Network =3

W =A@ O

Show All  Displays Sound Network Startup Disk

Location: @
A IPRIUEF FHARRES - (It Show: | Built-in Ethernet i3]

P4 AZEEADWL-21 00APEYIPAL .
$1H#E [F— &P © DWL-2100APHY Contgers: (iercaty W

IP{S‘Zi'IJ:iEE : 192'1 68'0'50 ° ﬂﬁ“g% IP Address: 192.168.0.51 EE—
H%ﬁga‘l 92-1 68-0-51 © ﬁiﬁ%ﬂ%ﬂl‘] Subnet Mask: 255.255.255.0
PRI AE 240 - HEMTAE T sertoms g
IREE R ' 255.255.255.0 © )

Example: apple.com, earthlink.net

Ethernet Address: 00:03:93:79:de:5a

[por—e—
@ Click the lock to prevent further changes.

2hE Apply Now
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D-Link REF# GEA3 L
il IR EA

MEIEEFEMNER FMEEGRE G RN ERERIRE - 8F
A AR LUE GBI FIRHELE « EF B4 EEF IV ED-Linka #
HoE FR il sz 4 TAZEmAHE o

D-Link ﬁ{jg?iﬁlnnnﬁjg%m
0800-002-615

BRF%ESR © B—=EA - B E9:00%HE_E9:00
FEEAN - BREERB)

pid Uh * http//www.dlink.com.tw
EFES{E © dssga_service@d|ink.com.tw

MREEBEMELINGIAS - FF2ED-LinkiBls - 2REFH
1 B RVE AR E S LA S AERA ST IR AR -

ERRER - 8 BREEHBEEN  F2ELUTHERS

http://www.dlink.com.tw

IS
EAEEREE S AN ESHEInF A ENRBRCHES -

D-Link

Building Networks for People
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Petunjuk Pemasangan Cepat
DWL-2100AP

D-Link AirPlus XtremeG™
802.11g/108Mbps
Wireless Access Point

Produk ini bisa disetting
menggunakan Web Browser
yang ada sekarang seperti
Internet Explorer 6 atau
Netscape Navigator 6.2.3

Sebelum Anda Mulai

Menggunakan komputer (dengan kartu jaringan) yang terhubung ke sebuah switch
untuk men-setting DWL-2100AP adalah hal yang terbaik. Alamat IP default dari DWL-
2100AP adalah 192.168.0.50 dengan subnet mask 255.255.255.0. Anda harus men-
gatur alamat IP pada komputer anda dengan sebuah alamat IP statis yang satu kelas
dengan Alamat IP dari DWL-2100AP untuk keperluan men-setting DWL-2100AP. Lihat
bagian Catatan Tambahan Jika anda butuh panduan untuk mengatur alamat IP statis
pada kartu jaringan anda

Periksa Isi Paket Penjualan

DWL-2100AP 802.11g/108Mbps Wireless
Access Point

CD yang berisi petunjuk penggunaan dan
garansi

Kabel Ethernet (Cat 5 UTP)

Menggunakan power
supply yang tegangannya
berbeda dengan power supply
yang termasuk dalam paket ini
dapat menyebabkan kerusakan
dan akan membatalkan
garansi produk ini.

5V 2.0A DC Power Adapter

Jika isi paket tidak lengkap, harap hubungi penjual.

©2004, 2005 D-Link Systems, Inc. All rights reserved. Trademarks or registered trademarks are the property of their respective holders.
Software and specifications subject to change without notice. DWL-2100AP. 12152004
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Menghubungkan DWL-2100AP Wireless
Access Point ke Jaringan anda

A. Pertama, hubungkan power adapter ke lubang pada bagian belakang dari

DWL-2100AP dan hubungkan sisi satunya dengan colokan listrik. Lampu
LED Power akan menyala dan menandakan bahwa unit sudah beroperasi
dengan baik

. Masukan konektor pada salah satu ujung kabel Ethernet ke port Ethernet yang

ada pada bagian belakang dari DWL-2100AP dan ujung satunya lagi ke Ethernet
Broadband Router (misalnya D-Link DI-604) atau Switch (misalnya D-Link
DES-1005D). Catatan : Anda juga mempunyai pilihan untuk menghubungkan
DWL-2100AP langsung ke komputer yang digunakan untuk mengkonfigurasi.
Lampu LED Link akan menyala untuk menandakan bahwa koneksi Ethernet
sudah bekerja dengan baik. (Catatan : Port Ethernet pada DWL-2100AP sudah
mendukung Auto-MDI/MDIX, menandakan anda dapat menggunakan kabel
Ethernet straight-through atau crossover untuk menghubungkan ke port Ethernet
pada DWL-2100AP)

Kartu jaringan nirkabel tipe DWL-G630 (Cardbus) dan DWL-G510 (PCI) dapat
langsung terhubung secara langsung ke DWL-2100AP menggunakan konfigurasi
nirkabel defaultnya. Komputer-komputer dengan kartu jaringan nirkabel 802.11b/g
juga dapat terhubung ke DWL-2100AP

C. Antena

digunakan untuk

menghubungkan B. Port LAN

secara nirkabel untuk menghubungkan

dengan kartu jaringan | | @ccess point dengan sebuah

802.11b/g switch pada jaringan lokal
melalui sebuah kabel ethernet

Reset Button A. Lubang untuk
Tombol Reset Menekan tombol ini | | Power Adapter
mengembalikan konfigurasi access
point ke konfigurasi default
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Ketika anda menyele-
saikan langkah-langkah
dalam petunjuk pema-
sangan cepat ini, maka
jaringan anda akan
serupa dengan ini:

Cable/DSL Modem

MgzlogAP
W

(Witeless Distribution System)

— Router or Switch

DWL-2100AP

2.4GHz Wireless Access Point

SNMP Management Software

Computer 1
Desktop PC or Laptop
(Wireless Adapter Required)

Computer 2
Desktop PC or Laptop
(Wireless Adapter Required)

Menggunakan Setup Wizard

Buka Web Browser dan
ketik pada kotak alamat
URL : http://192.168.0.50.
Setelah itu tekan Enter
atau Return.

2 DWL-2100AP - Microsoft Internet

File  Edit ‘iew Favorites Tools  Hel

_,) Barck L}J E ié] h

Layar login akan tampil.

Ketik admin untuk

D2 100AF

username dan biarkan
password dalam
keadaan kosong.

Lser name: _' | % I v|

Password:

[ Iremamber my password

L Ok J[ Cancel J

lKIik OK :
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Menggunakan Setup Wizard (Lanjutan)

Setelah logged in,
layar Home akan
tampil.

D-Link

Building Networks for People.

DWL-T 100AP

—ArPlus -
Xrrermels
High-Speed 2.4GHz Wireless Access Point

Home Advanced Tools Status Help

Setup Wi

The DWL-2100AP is a Wireless Access Point. The setup wizard will guide you
through the configuration of the DWL-2 ~The DWL-2100AP 's easy setup will
allow you to have wireless access with ites. Please follow the setup wizard
step by step to configure the DWL-2100AP .

[Klik Run Wizard ]

Anda akan melihat layar
berikut ini

| D-Lin

[ emeig=hy

2 DWL-2100AP - Microsoft Internet Explorer

Welcome to the DWL-2100AP Setup Wizard. The Wizard will guide
you through these six guick steps. Begin by clicking on Next,

Help

OAR Setup Wizard

Step 1. Set your new password

Step 2. Set the 3510 and Channel (802.11g)
Step 3. Set Encryption (802.11g)

Step 4. Restart

o|J

l Klik Next :

Next Exit
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Menggunakan Setup Wizard (Lanjutan)

Langkah 1 - Setting
password baru yang
anda inginkan. Anda
mempunyai pilihan untuk
menentukan password atau
membiarkannya kosong.

Set Password

You may change the password by entering in a new password. Click
Next to continue

Password Inn. |
“erify Password |senee |

-

:"

l Klik Next :

Langkah 2 - Setting Koneksi
Jaringan Nirkabel anda.
Secara default, setting
nirkabel adalah :

SSID : dlink

Channel : 6

Anda dapat merubah setting
ini untuk disesuaikan
dengan jaringan nirkabel
yang sudah ada

1
Exit

DWi=21008 :51':]!'[!  Wizard
Set Wireless LAN 802.11g Connection

Enter in the 351D name and Channel number to be used for the
Wireless LAN 802 11gConnection. Click Next to continue.

251D dlink

Chammel 6 %

<2

l Klik Next :

1
Exit
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Menggunakan Setup Wizard (Lanjutan)

Langkah 3 - Enkripsi
DWL-2100AP mempunyai
2 tingkat Enkripsi Nirkabel
yaitu 64 bit dan 128 bit.
Secara default, enkripsi ini
tidak diaktifkan. Anda dapat
mengaktifkan enkripsi untuk
mendapatkan komunikasi
Nirkabel yang lebih aman.

WEP Encryptlon for 802 11g

If you wish to use encrption,enable it here and enter the encryption Key
“alues.Click Next to continue

WEP: © Disabled O Enahbled

Key Size B 128 152

Fitst kay |ﬁ ‘

@O

l Klik Next !

Setup Anda sudah Selesai !

Setup COmpIeted

The Setup Wizard has completed. Click Back to modify previous
settings. Click Restart to save the current settings and reboot the
DWL-2100AF

<
BackiRestart) Exit

l Klik Restart =
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- Microsoft Internet Explorer |Z|

2 DWL-2100AP

Saving Changes and Restarting.

lKIikCIose : : '

Anda akan kembali ke halaman Home.

[ Kiik untuk Keluar x| }

2 DWL-2100AP - Microsoft Internet Explorer

File Edit View Favortes Tools Help

eﬁack - E‘] @ Lh fj Search *Fawntes @ s € L}' :;; =

Address Ehttle/l?Z‘1EE‘D‘Eﬂthtm\/wwe\ess‘htm\ o -
-Link: —

D-Lin ARlus -

Building Networks for People
High-Speed 2.4GHz Wireless Access Point

N -

DWL-2100AP.
! Home Advanced  Tools Status Help
" : Wireless Settings
W Wireless Band
=i

S8ID Broadcast
Channel

Radio Frequeney

900

Apply Cancel Help

@ Internet

&) Dore

= Kanguru (G:)

Untuk setting atau informasi tambahan, silahkan membuka halaman Advanced, Tools,
atau Status pada manajemen antar muka Web atau membuka petunjuk penggunaan

yang terletak didalam CD-ROM.
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Catatan Tambahan

Mengatur alamat IP statis pada Sistem Operasi Windows
Untuk mengatur alamat IP statis pada laptop atau komputer yang anda gunakan untuk
men-setting DWL-2100AP, lalukan langkah berikut ini :

-4 Wireless Network Connection 3 Properties

Perg] ke Start > Klik dua kali pada [ General ‘Wireless Metworks ;-Authenlical-i;:ln“:;‘Advanced-
Control Panel > Klik dua kali pada Connsct using

Network Connections > Klik Kanan : lm D-Link Air CWYL-B50 Wireless Cardbus Adapter ‘
pada Lo_cal Area Connections > Klik
Propertles | This connection uses the following items:

gclienl fior Microsoft Metwarks
vl ngle and Printer Sharing for Microsoft Network s
] e et

( Pitin internet Protocol (rcPip) |} —1

ErTm)
((Pilih Properties } e
Transmisgion Contral Protocoldlnternet Protocol. The default

wide area netwark pratocol that provides communication
across diverse interconnected networks,

Shaw icon in notification area when connected

Internet Protocol (TCP/IP) Properties

Pilih Use the following IP address General |

pada Jendela |ntem et Protocol (TC P/I P) “You can get [P settings assigned automatically if your network supparts

A this capability. Othenwise, you need to ask your network. administrator for
PrOpertIeS the appropriate P settings.

(" Obtain an 1P address automatically

Masukkan alamat IP dan Subnet Mask andal H=(@us e floung I scess)

(Alamat IP harus dalam kelas yang sama Riese [EERTRUEET
dengan DWL-2100AP. Alamat IP dari DWL- et sk ESER A
2100AP adalah 192.168.0.50. Anda dapat s r ——
memasukkan 192.168.0.51 untuk komputer Oltari DHS setver acibess aulamalical

anda () Use the follawing DNS server addresses: )
Tidak boleh ada 2 komputer yang RIS P
mempunyai alamat IP yang sama. s |
Masukkan 255.255.255.0 untuk subnet

lKIikOK } |

72



Untuk pengguna Windows 2000:
Pergi ke Start > Settings > Network and Dial-
Up Connections > Klik dua kali pada Local

Area Network yang terasosiasi dengan kartu e

jaringan yang terpasang pada sistem anda > Pilih B9 DLk ArPs xreme G DWL-Ges0
Properties

H L ocal Area Connection 5 Propetties £ 2%l

General | Sharirg |

Components checked are used by this connection:
B File and Printer Sharing for Microsoft Networks -]

| B
Klik Internet Protocol (TCP/IP) Instal. i (" Prapenies )

i~ Description
Transmission Control Protocal/lntemet Protocol. The difault
wide area network protocol that provides communicati
acrnss diverse interconnected networks

[Klik Properties )

™ Showican in taskbar when connected

0K Cancel

Internet Protocol {TCP,/IP) Properties 2xl

General |

. . You can get [P selings sssianed eutomaticall i your retwork. suppsits
[Plllh Use the foIIowmg IP address e e e T Lo B A o e

the appropriate IP settings.

~_Dbtain an IP address automaticaly

Masukkan alamat IP dan Subnet Mask anda Sb=t kR

IP address: |192 168. 0 . 62
(Alamat IP harus dalam kelas yang sama Kbl ion [r—
dengan DWL-2100AP. Alamat IP dari i r [T@ e 5 1

DWL-2100AP adalah 192.168.0.50. Anda

£ (iein DNE Sever address sutomafically

dapat memasukkan 192.168.0.52 untuk e e S
komputer anda. Preferted DNS server . . |
Tidak boleh ada 2 komputer yang A

mempunyai alamat IP yang sama. M
Masukkan 255.255.255.0 untuk subnet

mask-nya oK Cancel

l Klik OK :
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Untuk pengguna Windows ME dan 98se:

Klik Internet Protocol (TCP/IP)

Pergi ke Start > Settings > Control Panel
> Klik dua kali pada Local Area Network
yang terasosiasi dengan kartu jaringan
yang terpasang pada sistem anda > Pilih
Properties

Pilih Internet Protocol (TCP/IP) J R )

—_—
[2]x]

Network

Configuiation | | denification | Access Cantrol

The following netwark components are installed:
I3 D-Link AitPro D'/ L-ABS20 Mulimods \Wirsless PCI Adaplt;l
I3 D-Link DFE-530T+ PCl Adapter J

13 D-Link DFE-530Tx+ PCl &dapter
o UL PClid

AP - D-Link AirPlu

Primary Network Logor:
| Client far Microsalt Networks =l

File and Print Sharing...

[Pilih Properties ]

[Pilih Specify IP Address ]_

Masukkan alamat IP dan Subnet Mask

anda. (Alamat IP harus dalam kelas yang
sama dengan DWL-2100AP. Alamat IP

TSI
TCP/IP i the protocol you use to connect to the Intemet and
wide-area netorks.

TCP/IP Properties HE
Bindngs | Advanced | MemiDs |

DINS Configuration | Gateway | wiNS Configuration 1P Address

An IP addiess can be automatically assigned to this computer.
It pour network does not automatically assign IP addresses, atk
your network administrator for an address, and then type it in
the space below.

" Dbtairi an IP address automatically

" Specify an P address:
—_——

dari DWL-2100AP adalah 192.168.0.50.
Anda dapat memasukkan 192.168.0.52
untuk komputer anda.

Tidak boleh ada 2 komputer yang
mempunyai alamat IP yang sama.
Masukkan 255.255.255.0 untuk subnet
mask-nya

1P Address: 192.168. 0 . 52
SubretMask: i 255.255.255. 10|

Ok Cancel

l Klik OK =
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Untuk Apple Macintosh OS X:

Pergi ke Apple Menu, Klik pada
Network dan Pilih System Preferences

‘80 Network =3
w N @ E
ShowAll | Displays Sound Network Startup Disk
Pilih Built in Ethernet BT whls F
pada pilihan yang terdapat fr————csse{builtin Ethernet )
dalam menu Show —ET—
B lanually using outer
Configure  Using DHCP )
Using BootP
Ji Servers (Opticnal)
P Address:
Subnet Mask:
Pilih Manually pada S Search Domains___(Gpdonab
pilihan yang terdapat
dalam Menu Configuration B
e Example: apple.com, earthlink.net
@ Click the lock to prevent further changes. *_Apply Now
‘86c Network =3
W = A 3
Show All Displays Sound Network Startup Disk
Location: | Automatic |
MaSukkan alamat IP dan Show: | Built-in Ethernet ﬁ
Subnet Mask anda. (Alamat IP PP rerot Y ApataTalk ' proxies |
harus dalam kelas yang sama Configure; { Manually D
dengan DWL'21 OOAP Alamat Domain Name Servers (Optional)
IP dari DWL-2100AP adalah 1P Address: |192.168.0.51
192.168.0.50. Anda dapat Subnet Mask: |255.255.255.0
memasukkan 192.168.0.51 untuk douter || SearchDomains _(0ption
Macintosh anda.
Tidak boleh ada 2 komputer yang — 3
xample: apple.com, earthlink.net
mempunyal alamat |P yang sama Ethernet Address: 00:03:93:79:de:5a
Masukkan 255.255.255.0 untuk
subnet mask-nya (&) Click the lock to prevent further changes. Apply Now
Klik pada
Apply Now
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Dukungan Teknis

Update perangkat lunak dan dokumentasi pengguna dapat
diperoleh pada situs web D-Link.

Dukungan Teknis untuk pelanggan:

Dukungan Teknis D-Link melalui telepon:
Tel: +62-21-5731610

Dukungan Teknis D-Link melalui Internet:
Email : support@dlink.co.id
Website : http://support.dlink.co.id

D-Link

Building Networks for People




Quick Installation Guide

A SiZInternet Explorer
6L E& L<IENetscape
Navigator 6.2.3lA ED 757
Y TRETHIEDTEET, \

) el [
RIEDFI|C
REFOHREINIRA v FITEG L. Ry T — 7 BERTOITENTEBPCETE
BTV AR RICHERREEN TV BIPIE, 192.168.0.50, 7 X h< X7
255.255.255.0C ¢, PCOIPT L RISABRDREFETAB LI BEIPT KL A %R
EL LTV AR EPCOIPT RLAIEEICY T2y R R TH BT EE TSR
TV AT a7 VDGR 1 2T BEEIEL,

INYIT—I NBDEESR

DWL-2100AP

D-Link 802.1b/g
%) DL YLRTIERRLVF
-~ »

DWL-2100AP 802.11b/g
TAYLATIEARAV b

R Za7IVHRIEE R

r—71V(CAT5 UTP)

HERUNDEET

BT RENERT BE.
— BEEORES RIS
BR7HETZ BIHEEVETOCTER
TE,

EHRI DR EPHIEN B E LTS, it R— LAXR—=IICCA—EFETV T R—FBROE TS
ERRBREVNLELET,
TD-Link 1 D-LINK CORPORATION #&TD-Link System Inc. DB £ L UBSRHIZTT,

AEISIEHDMERLIEDTHY, TNTDOHREFRBLTVET,
BEFEGABZEE BRI HIEANBYET, BitERR Do Rafthia F &5 CEEIBTENHYEY. Copyright 2008 D-Link Systems, Inc
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o DWL-2100APT7A YL A7t R FA
ey T —IICIESTT S,

1. EIERVZ T2 ZAFEEDERIRIZICELAH ZLTCERT SV =
BRFEDAV Y INELAHE T, BRLEDD R LIEEBGHEL IS CE
S8

2. XY= =TIV EFEEEDLANR—MIELAHF T—TIVDRAZTO—R
/N> KJL—% (D-Link DI-604%) X1y F (D-Link DES-1005D) 7Z LI LEF 9. B
EVDPCIC BRI L CRET HTELARE T, ERGERD R INDELEDT A

A RATLE T, AR DLANKR — MMEAuto-MDI/MDIXED e b A R L— b 70X
EE5DRY NT=0r—TIVEFERTEIENTEET,

7T
802.11b/g 757>
MIEHRERLE T,

LAN;R—F

EEERA Y F LR
A= Xy =T
TEHELT LANZ S

BEIRI2

RESETHR%Z>
BT IBHTETHRRBBDER
YIEAEICRLE S,

il
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A ZaT7IVDREFIE
ICRWVEREETBER
DESBERYNT—0HE
BITiEIET,

Cable/DSL Modem

— Router or Switch

DWL-2100AP

2.4GHz Wireless Access Point

SNMP Management Software

Computer 1
Desktop PC or Laptop
(Wireless Adapter Required)

Computer 2
Desktop PC or Laptop
(Wireless Adapter Required)

9 oy F Ty T I — R TORE

2 DWL-2100AP - Microsoft Internet

TS EREL File Edit ‘iew Favorites Tools  Hel
Thttp://192.168.0.50 =
EFRLZRN—ITAAL e - ) - () |2) @
Enter®, L<IReturn= bt < IJ Ig] “’h
—=HLET, ——————vtshosf | &] hitp:f192.165.0.50] )

Connect to 192.168.0.50

A7 A VEELNRRE

nEY. f&

= _ DWWL2100&P
dA—Hx—LAIT

fadmin]&EA LT/ User name: _' [ #] I v|
AT — RISz DE T
FlcLTLIEELY, Password: —' |

[ Iremamber my password

(ox&sUvoLET) Lo JJ[ corcat ]
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074 >9%EHOME
BEEHONRRENE T,

FRun Wizard1%%

D-Link —“AIII'JPE lus G-

Building Networks for People.

High-Speed 2.4GHz Wireless Access Point

DWL-T 100AP

Home Advanced Tools Status Help

Setup Wizard

The DWL-2100AP is a Wireless Access Point. The setup wizard will guide you
through the configuration of the DWL-2100AP .The DWL-2100AP 's easy setup will
allow you to have wireless access within minutes. Please follow the setup wizard
step by step to configure the DWL-2100AP .

Uy oLEd,

ROBEEHNRTENE T,

Help

2 DWL-2100AP - Microsoft Internet Explorer

Welcome to the DWL-2100AP Setup Wizard. The Wizard will guide
you through these six guick steps. Begin by clicking on Next,
Step 1. Set your new password
Step 2. Set the 3510 and Channel (802.11g)
Step 3. Set Encryption (802.11g)
Step 4. Restart

o|J

(MexuzruyoLES. )

Next Exit
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ATV T1IINAT—FDEEE,
FLOART— R 2R TS
TEDTEET,

TNext &2V

Set Password

You may change the password by entering in a new password. Click
Next to continue

Password lnn.
“erify Password |senee |

99

vILEY,

ATy T2 EBIRNTE
ST DYIEAEIL
SSID=dlink
FrxIL=6
BEOEGER Y T —UIC
EhET.SSIDYPFrx
IWOREEZEETHIED
TEEY,

INext1%4V

1
Exit

Set Wireless LAN 802.11g Connection

Enter in the 351D name and Channel number to be used for the
Wireless LAN 802 11gConnection. Click Next to continue.

251D dlink

Chammel 6 %

vILEY,

228
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9 Yy 87T — FTHRE He¥)

y SN =14

ABIRIF64E Y RE128E Y 2
DDLANVTCOESFIES(L AR
ETBHIENTEKET,
EMETISRES1LER
T ESILERELTCINEE:
wmigRy N —oEBELTE
TN,

INexti &Yy

ESEINT

WEP Encryptlon for 802 11g

If you wish to use encrption,enable it here and enter the encryption Key

“alues. Click Next to continue

WEP: © Disabled O Enahbled

Key Size B 128 152

Fitst kay |*

£

ILET,

A eV

lRestart1%&%51)wy

O

M T LELT

Setup COmpIeted

The Setup Wizard has completed. Click Back to modify previous
settings. Click Restart to save the current settings and reboot the
DWL-2100AF

<
BackiRestart) Exit

ILTLEE L
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2 DWL-2100AP - Microsoft Internet Explorer |Z|

Saving Changes and Restarting.

lClose1%5")y
LTI,

HomeZ JICERVE Y,

(rexiuzsvsoLEy, X|)

2 DWL-2100AP - Microsoft Internet Explorer

File Edt Vew Favortes Tools Help

Q= - © h«] @ Lh ) search *Fawntes @ rese €| (- :;; =

Address | @] http: /1192, 168.0.50ihtmljWireless. himi7

¥ B ok >

(3

Buflding Networks for People

D-Link =AirPlus G-

High-Speed 2.4GHz Wireless Access Point

DWL-2100AP
|

Home Advanced  Tools Status Help

Wireless Settings
Wireless Band
33D

S8ID Broadcast

Channel

Radio Frequeney

900

Apply Cancel Help

&) Dore ® Internet

SR EIC DEXLTCIE. WEBEEEEE D Advanced | [Tools | [Status |2 7 CDRD T
Za7 I ECHESIEEL,
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HEVDPCICEEIPT FLAEHE T %,
REFEPCHSHET BT b1, TEADPDICEREIPT FLADREETVET.

-4 WWireless Network Connection 3 Properties

Za —_ I~ >y |~ a—J b \"*’ > *\y I~l7._ ‘_é;ﬂe_la.‘“l Wireless Networks 1 Authentication I Advanced |
TR SR O—AIVIITEE THY ) [
v > TAINT1 ZERLTLEEL,

| I B D-Link Air DWL-B50'Wireless Cardbus Adapter |

| Thiz connection uses the following items

gclient for Microzoft Metworks
gFi\e and Printer Sharing for Microsoft Netwarks

T4>&2—2y 782V (TCP/IP) 1%

EIRLE T, '
M7 0NT1 %% s

Transmission Control ProtocalInternet Protocol. The detault

U \‘/7 Li 3'0 wide area network, protocol that provides communication

actoss diverse interconnected networks

Show icon in notification area when connected

Internet Protocol (TCP/IP) Properties

General ‘

[ r:x(]) I PT F\ l/Z%EaJ E?I l‘/7 Lij’o You can get 1P settings assigned automatically if your network supports

this capability. Othenmise, you need to ask your network administrator for
the appropriate P settings.

P7RLREF TRy RRIZEATILET, (ﬁg T e

(|P7 PI/ZLZ&DWL-Z]OOAP&EJ%@LC;& 1P address: | 192.168. 0 . 51 |
ETBINRENDHIET, SEHRDPCIZIPT K Subret mask: 255 255 255 0 |
L ADREET IS ABSOPIHET | [ owmsmen [
$%192.168.0. 504 DIPT KL A%/ EL TT——————
T < TC\‘_S(I\O i fC\ |E_I L:l PTI |\\\ DX%%OPC?’J\\ (&) Use the following DNS server addresses:

HICIFE T BB R ERTATEN TEEE —
ADT TEEEEV YTRYIRRIIE | | | seremome [ ]
255.255.255.01C5%E L TLFEELY)

(rokiEsUvoLET. | C) o)
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Windows20001—HYDiz4:
[RE2—PF>TREIS>TRYNI—=9E54T
W7y TDFRFEINEIS VAT LAV A
—ILENTWB Y ND—oT7 X720 O—
HIVTITEGE =L TV voEd, 170
INTA 1 =ZRELET,

H L ocal Area Connection 5 Propetties 2%l

< [General | Sharirg |

Connect using

I D-Link AirPlus Xtreme G DWL-GB50

Companents checked are used by this connectior:

B File and Printer Sharing for Microsoft Networks -]

>4 —2yb77abkaIb (TCP/IP) |
=7y LEY,

Instal.. Urninstall |‘ Properiies '

i~ Description
Transmission Control Protocal/lntemet Protocol. The difault
wide area network protocol that provides communicati
acrnss diverse interconnected networks

(r7anFizsvs5LET, )

™ Showican in taskbar when connected

0K Cancel

[rxoP7EL2EES EFLYILET.

IP7RLRES TRy bR EATLET,
(IP7 KL X ZDWL-2100AP L FEIEE (TR
T BHNENHYET, SEADPCITIPT K
L ZDHFREZETOMEIF A ZDHHET
$5192.168.0.50ANDIP7 KL A &EEREL
TLIEEW, £ BCIP7 KL A& #DPCH
MICEETBGEIEERTEHIENTEEX
BADT. TEBLREW TRV IR
1£255.255.255.0/Z58F LCLIEELY,)

Internet Protocol {TCP,/IP) Properties 2xl

General |

“You can get P sedtings assianed automatically if wour network supports
this capabilty. Otemise. you need to ask pour network adivistator for
the appropriate I seitinge.

~_Dbtain an IP address automaticaly

5 Use the following IP address:

IP address: I 192 168, 0 . B2

Subnet mask: 265, 266 . 26 . 11
r 192 168 . 0 1

Default gateway:

£ (iein DNE Sever address sutomafically

~f* Use the following DNS server addiesses

Prefenzd DNS server: .
Alternate OMNS server

Advanced

oK Cancel

(rokizsvysLET. |
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Windows MEEWindows 98 1—H DIES

142 —Zy b7k (TCP/IP) 1 &5 v oL
ij-o

RAB—p > 5]/E > A ba—IVINRIV NHEFA,
VATLICA VA= IVENTWB XY N T—0 7
A72O O—HIVIITESE # 2 T)IL71) v oL
¥, 7OINT1 ZHRELE T,

Z7)yILET,

(r7anzrssoLEy. )

r‘(79—7~‘7 |"70D l":”l/ (TCP/IP)J _I_ Add... | Femave ' Properties | '

Network HE

Configuiation | | denification | Access Cantrol

The following netwark components are installed:

I3 D-Link AitPro D'/ L-ABS20 Mulimods \Wirsless PCI Adaplt;l
I3 D-Link DFE-530T+ PCl Adapter
13 D-Link DFE-530Tx+ PCl &dapter J
IR NIy Prlidarts

Primary Network Logor:
| Client far Microsalt Networks =l

File and Print Sharing...

NP7 RLAZIRELE T IZF
274 Bk 3

IP7RLRES TRy bRV ZATILE T,
(IP77 FL X (£DWL-2100AP & [ &5 FH < 5%
EIRDUENDIET, SEADPCITIPT R

TCP/IP Properties [ 7]x]

TSI
TCP/IP i the protocol you use to connect to the Intemet and
wide-area netorks.

Cancel

Bindngs | Advanced | MemiDs |
DINS Configuration | Gateway | wiNS Configuration 1P Address

An IP addiess can be automatically assigned to this computer.
It pour network does not automatically assign IP addresses, atk
your network administrator for an address, and then type it in
the space below.

" Dbtairi an IP address automatically
" Specify an P address:
—_——

L ADREZIT ORI AEEDYIHAET
$%%192.168.0.50LINDIPT7 FL A% EL
TLIEEW e BLIPT FL A ZHDPCH
MITFEIBHERERTHIED TEEYE
ADT TEBLREV T TRV FIRAVIE
255.255.255.0(c3%E L CLTEELY,)

IF Address; 192.168. 0 . 52

SubretMask: i 255.255.255. 10|

' Ok ' Cancel

(rokszsuvsLEY. )
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Apple MAC OS X Z{ERDIZS
Ty TIVAZa—DI Ry b T—=71%0) vy

[System Preferences | %:&RLE Y,

RRIIVEI/AZ21—0D
Built in Ethernet %%
IRLET,

BETIVAI/AZ1—D

Show All

MManually1Z&;8RLE T,

IP7RLRES T2y bRV AT
L&Y, (IP77 KL ZIZDWL-2100AP
LRBEAIICRET 2REH DY E
9. SEADPCICIPT FL ADRRTE
ZITOBIG ARBOTNRETHD
192.168.0.50L4 DIPT KL 2%
RELTLIEEWL E e BLIPT K

Ethernet Address:

Displays Sound MNetwork Startup Disk

Location: | Autematic vE ’

et BUlt-in Ethernet

‘80 Network =3
i & =

=)

Configure

IP Address:

Subnet Mask:

Router:

DHCP Client ID:

Using DHCP

Using BootP
Servers (Optional)

Search Domains (©ptional)

(Optional)

Example: apple.com, earthlink.net

W
anually using outer

(@ Click the lock to prevent further changes.

£ Apply Now

& i —
‘868 C Netwaork =3
W =A@ O
Show Al © Displays Sound Network Startup Disk
Location: | Automatic ™
Show: | Built-in Ethernet a

pppoE | AppleTalk | Proxies |

Configure:

[ Manually K3}

Domain Name Servers (Optional)

IP Address:

LRAEFDPCHOMUICIZIES BI5E
ISERTBHTENTEEHEADT,
THEBLIREVW . T TRV RY
1£255.255.255.0lc/BELCLEE

LI\C))

FApply Now %%

Subnet Mask

192.168.0.51

255.255.255.0

Router:

Search Domains (©ptional)

Example: apple.com, earthlink.net

Ethernet Address: 00:03:93:79:de:5a

@ Click the lock to prevent further changes.

Apply Now

vLET,
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Technical Support

COEFEHBRESEOEFONEE BICHYNESITENET,

T ¥t Web Y b DI—F B HFR U HH G &%
ToTWM=KE Fyon—RH—EX(IZT
YR—MER, T7—LVTT. A—HI=aTILE
Ao O0—RTBIENTEET,

T1—=)29I+viINy WebYAh
URL:http://www.dlink-jp.com

D-Link

Building Networks for People
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