DWR-116

Bigpond - 3G/4G Settings

Open an Internet Browser and in the address bar, type in http://192.168.0.1

‘A D-Link - Microsoft Internet Explorer
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The default username is admin and the password is left blank.

Log in to the router:

User Name : | admin
Password : | LogIn

Select [Manual Internet Connection Setup] under [SETUP] > [INTERNET]
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If you would like to configure the Internet settings of your Router manually, then click on the button

below.

| ‘ Manual Internet Connection Setup | I




-Select [ 4G LTE /3G] under INTERNET CONNECTION TYPE
-Enter your Telstra Bigpond Username in the email format eg. xxxxx@bigpond.com

-Enter your Telstra Bigpond Password

-Dialed Number enter [ *99# ]

-Authentication select [ Auto ]

-APN is [ telstra.bigpond ] NOTE: it is case sensitive

-Ping Code : Some Bigpond SIMs requires a [Level 2 PIN code] also called [PIN2 code] from Bigpond

in order to establish 3G/4G connection. You will need to contact Bigpond Support to locate this

specific infomation.

-Reconnect Mode select [ Auto ]

-Keep Alive choose [ Use Ping ]

-Ping IP Address type in [ 8.8.8.8 ]

Click on [Save Settings] button to apply the changes.

INTERNET CONNECTION TYPE

Choose the mode to be used by the router to connect to the Internet.

My Internet Connection is | |4G LTE /3G v | I
Failover Internet Typeis Disable (N/A)

4G LTE /3G INTERNET CONNECTION TYPE

Enter the information provided by your Internet Service Provider (ISP).

g Username : |xcccce@bigpond.com ?opﬁonal}

Password : [esessses | foptional)
Verify Password : (ssssssss | optional)
Dialed Number : |=09# |
Authentication : |Auto v

\ APN : |telstra.bigpond| * | foptional)
Pin Code : Some Bigpond S5IMs requires a

Reconnect Mode =| ® Autol” Manual [L.euel 2] ?IN code from .
Bigpond in order to establish
Maximum Idle Time : 600 seconds 3G/4G connection.

| You will need to contact
Bigpond Support to locate this
specific infomation.

Primary DNS Server :
Secondary DNS Server :

Keep Alive: O Disabl{@ Use Ping]

Ping IP Address : |8.8.8.8 | |

Ping Interval : seconds

Bridge ethernet ports: [ | Enable

ﬂ Save Settings Don't Save Settings




